
December 1963

MONTHLY

PROGRE_ _'_

REPORT

NASA Contract 5-2797

SSD 31261R

.............................
AEROSPACE GROUP

_PAC__Y_TE._O._,_,ON H U G H _" S
HUGHES AIRCRAFT COMPANY

CULV_'R CITY. CALIFORNIA I. .............................



HUGHES AIRCRAFT COMI_ANY

AEROSPACE GROUP

SPACE SYSTEM8 DIVISION

El. SF.GUNDO, CALIFORNIA

15 December 1963

Subject:

To:

Advanced Syncom Monthly Progress

Report for December 1963
Contract NAS 5-2797

Mr. Robert J. Darcey

SYNCOM Project Manager

Goddard Space Flight Center,

Greenbelt, Maryland

Code 621

The reaction control system study has been completed. Results

of the study and recommendations were presented to GSFC personnel at

a design review in mid-December. The resulting agreements with GSFC

define the reaction control system for the three spacecraft configurations.

Completion of structural detail is now proceeding rapidly. Thermal

analysis of the spacecraft has continued and a resulting insulated design

for the gravity-gradient spacecrafts has evolved.

An initial allotment of experimental packages has been made for

each of the proposed launches. Power profiles, space requirements,

solar panel access, and mass properties have been determined for each

configuration and system integration effort is proceeding.

The Goddard and Hughes analyses of the gravity-gradient stabili-

zation system have been integrated. Resulting spacecraft engineering

considerations and dynamic limits are defined. Thermal effects, boom

dynamics, boom material, and other factors have been evaluated and the

results assessed relative to the program objectives.

HUGHES AIRCRAFT COMPANY

Paul E. Norsell

Manager, Advanced Syncom

CC: H. A. Zaret

Goddard Space Flight Center

Code Z47

Greenbelt, Maryland



Advanced SYNCOM

December 1963

MONTHLY

PROGRESS

REPORT

NASA Contract 5-2797

SSD 3i261R

.............................
AEROSPACE GROUP

SPACE SYSTEMS D,VISION H U G H E S

HUGHES AIRCRAFT COMPANY

CULVER CITY, CALIFORNIA L ............................ .1



CONTENTS

°

2.

3.

.

°

°

INTRODUCTION

COMMUNICATION SYSTEM DESIGN AND ANALYSIS

LAUNCH AND ORBITAL ANALYSIS

Launch Vehicle Payload Optimization for Medium
Altitude Orbit

Preliminary Visibility Contours--Medium Altitude Orbit

Injection Error Analysis

Micro-Thrusting Intervals for Small Eccentricity

Changes of Near Circular Orbits
References

GRAVITY-GRADIENT STABILIZATION SYSTEM SUMMARY

System Parameter Optimization

Boom Dynamics

Structural Analysis

Structural Dynamics

Velocity Control System Study
Mechanisms

Instrumentation Package
References

SPACECRAFT SYSTEMS DESIGN

General Status Report

EXPERIMENTAL PAY I.OADS

Meteorological Equipment

Radiation and Micrometeorite Detection Equipment

Navigation Equipment

Nuclear Arms Control Equipm.ent

5.A_echa_nical!y Despun Antenna

Spacecraft Engineering Instrumentation Experiment

Page

1-1

2-1

3-1

3-3

3-9

3-21

3 -29

4-I

4-16

4-19

4-20

4-28

4-32

4-33

4-37

4-39

5-1

6-1

6-2

6-4

6-6

6-8

6-8

iii



. GROUND HANDLING AND SERVICING EQUIPMENT

Semiautomatic System Test Equipment Recording System

Telemetry and Command System and Control Ite_n Test

Equipment

Communication System and Control Item Test Equipment

Handling Equipment

8. PROJECT REFERENCE REPORTS

7-I

7-3

7-6

7-8

8-I

IV



i. INTRODUCTION

The Advanced Syncom spacecraft, currently under study for feasi-

bility and advanced technological development, will demonstrate the station-

ary, or equatorial, synchronous orbit and the 6000 n. mi. circular orbit

with a vehicle providing a relatively large, adaptable payload capability,

achievement of long life in orbit, wide-band communications, and new

multiple-access communications. Scientific instruments will be carried

to measure the radiation environment and to assess radiation damage

occurring during the orbiting process and throughout satellite life.

The spacecraft systems design is adaptable to the substitution of

alternate mission payload equipment in lieu of one or nnore of the multiple

sets of communication equipment. The systems of the spacecraft are cur-

rently being studied to define changes to optimize this alternate mission

payload capability. In addition, the vehicle configurations resulting from

inclusion of a Goddard gravity-gradient stabilization system, to replace the

spin stabilization in some models of the spacecraft, are under study.
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Z. COMMUNICATION SYSTEM DESIGN AND ANALYSIS

Work is proceeding on the analysis of the communication system
capabilities of projected gravity-gradient versions of Advanced Syncom
spacecraft. Principal effort has been devoted to investigating the effects on
multiple-access operation of the relatively high doppler rates encountered in
connection with the medium altitude vehicle. The biggest difficulty appears
to be the apparent spreading in frequency of the baseband due to differential
doppler shift occurring between the lowest and the highest baseband channels.
A writeup giving the results of this investigation is currently in preparation.
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3. LAUNCH AND ORBITAL ANALYSIS

LAUNCH VEHICLE PAYLOAD OPTIMIZATION FOR MEDIUM ALTITUDE

ORBIT

A computer simulation of the Atlas-Agena vehicle to conduct payload

studies and perform trajectory analyses has been established. The

Advanced Syncom spacecraft in a stationary synchronous orbit was used as
a test to determine the effectiveness of the simulation. The test case

checked within I0 pounds of the Advanced Syncom spacecraft payload. The

test case spacecraft and orbital information for comparison came from a

Hughes document on launch and orbital analysis (Reference 3-i). A payload

study using an apogee motor was made for the 6000-n. mi. orbit. The Atlas

and the first Agena burn were used to place the spacecraft into a 95-n. mi.

circular orbit. The second Agena burn was then used to place the space-

craft into a transfer orbit with a 6000-n. mi. apogee, and the apogee motor

was fired to circularize the orbit and remove as much inclination as possible.

Figure 3-I shows the change in inclination possible as a function of net pay-

load when using the apogee motor. The net payload is the gross payload

weight minus the apogee motor weight (871 pounds when fully loaded). The

motor considered was the same as used in the Advanced Syncom to obtain

the stationary synchronous orbit.

The payload capability of using only the dual agena firings to burn into

a 6000-n. mi. circular orbit was then considered. The first Agena firing was

used to place the spacecraft on a transfer orbit to a 6000-n. mi. apogee. The

second Agena firing was then used to circularize and remove as much inclina-

tion as possible. Results of the Hughes simulation plotted in Figure 3-1b

agrees with the reported results of Lockheed (within i0 pounds). The payload

differences are due mainly to slight differences in the burning history of the

Agena D. Further studies will be conducted to determine the reasons for this

difference and to present a more complete study of the dual Agena payload

capability. Tentative conclusions indicated by Figure 3-1b are:

i) Only small inclination changes are feasible with a dual

Agena burn

2) Missions requiring large inclination changes should employ

either a triple Agena burn or a dual burn with a solid apogee

motor.
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Consideration was given to using the Agena for a triple burn. How-
ever, because of the expense and time involved in booster modification and
requalification, the investigation was terminated.

PRELIMINARY VISIBILITY CONTOURS - MEDIUM ALTITUDE ORBIT

The following discussion of visibility from various ground stations
is presented to facilitate the planning of suitable stations equipped with
telemetry, command, and communication facilities to accommodate space-
craft and experiment control.

For nominally circular orbits (with altitude = 6000 n. mi. ) and the
assumption of a spherical earth, it is possible to graphically represent the
visibility contours of various ground stations on a Mercator map of the
world for a given minimum ground antenna elevation angle, for example,
e = 6 degrees.
sions

P

sin

where

This is shown in the geometry of Figure 3-2 and the expres-

(r2 _ R 2 2 )1/2= cos e - R sin e =

= ---P cos e = sin 62. 743 degrees
r

8439. 7 n. mi.

p = slant range from ground station to spacecraft, n. mi.

r = geocentric radius of circular orbit

= 9441.85 n. mi.

R = earth radius

--'-._3441.85 n. mi.

e = minimum elevation angle of ground station antenna

= 6 degrees

= maximum central angle between spacecraft local vertical and

ground station geocentric vertical

= 62. 743 degrees

• • 1 --1 _1-- _ _."

The visibility arcs associated with d2 are construcLcu on a _-uu_ u_.

the earth and replotted on the Mercator map of Figure 3-3 for the ground

stations locations listed in Table 3-I.

For orbit inclinations i < 33 degrees, the spacecraft is visible from
• • 11 • _.l_

each of the above ground stations when the suosate111[e point is on L_= con-

cave side of the corresponding contours in Figure 3-3.
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TABLE 3-i. GROUND STATION LOCATIONS

Station Name

Andover, Maine

Lakehurst, New Jersey

Rosman, North Carolina

Goldstone, California

Maul, Hawaii

Tokyo, Japan

Woomera, Australia

Johannesburg, South America

Goonhilly Downs, United Kingdom

Latitude,
degrees

44.63 N

39.9 N

35.2 N

35. 39 N

20. 7 N

35.7 N

31.1 S

25.9 S

50.3 N

Longitude,
degrees

70.7 W

74.4 W

82.9 W

116.85 W

156.3 W

139.5 E

136.8 E

27.7 E

5.2 W

The region outlined by the cross-hatched arcs indicates no visibility

from any of the stations considered when the subsatellite ground track passes

through this area (bounded on the south side by Latitude -< 33 °S). A typical

ground track history is presented in Figure 3-4 for a time interval of about

37 hours with an (arbitrary) epoch located at the nodal longitude of 18 °E.

The relative geometry of the ground track with respect to the ground stations

is approximately repeated at the fourth earth circuit (not orbital period)*.

The superposition of a ground track history and the contour plots of Figure

3-4 should yield a quantitative estimate of visibility and intervisibility time

intervals for different ground station and orbital inclination combinations.

For example, Figure 3-5 shows the antenna elevation angle histories of

Johannesburg, Goonhilly Downs, Tokyo, and Woomera when tracking a space-

craft in an orbit with an inclination of 33 degrees. Note the waxing and wan-

ing of the antenna elevation histories for stations located at similar longitudes

but at oppositely sensed latitudes. This is due to the longitudinal shift (with

time) of the maximum north-south excursion of the spacecraft induced by the

orbital inclination. A similar but less pronounced effect is shown in Figure

3-5b for a 10-degree orbital inclination. Only some of the ground station

elevation angle histories were plotted in Figure 3-5 for the sake of clarity.

The nodal longitude shift eastward per orbit = 360 degrees -

deg/hr} (orbital period, hours) = 360 degrees - (15 deg/hr}

hours) = 264 degrees.

(earth rate,

(6. 3945
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Figure 3-4. Typical Ground Track History
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Figure 3-6 shows the antenna elevation angle histories of all nine ground
stations listed above for an equatorial orbit. Since the longitude drift rate
is linear with time for an equatorial orbit, longitude and time are listed
along the abscissa of Figure 3-4, repeating this pattern every 360 degrees of
longitude.

Additional antenna elevation angle histories will be presented when a

final nodal longitude at injection is determined from powered flight simula-

tions of the recommended medium altitude orbit inclination (about 28 degrees).

INJECTION ERROR ANALYSIS

Spin-Table Spinup Analysis

Spinup of the spacecraft on a spin table attached to the Agena launch

vehicle before separation is an alternate method of providing spin.

The objective of this analysis is to calculate the attitude dispersion

after separation and the resulting nutation angle caused by tipoff and initiaI

tumbling rate. The attitude dispersion during spinup while attached to the

Agena can be conservativeIy estimated at approximately 0.25 degree. At

the time of separation, a possible tumbling rate may exist because of the

limit cycle of the Agena attitude control. A conservative assumption of this

initiai tumbiing rate is 0.3 degree per second.

Referring to Figure 3-7, the attitude angle _ is defined as the

average direction of the spin axis in the inertia frame. For a free spinning

body, this average direction of the spin axis coincides with the direction of

the angular momentum of the body. Furthermore, the nutation angle _ is

defined as the angle between the spin axis and the angular momentum vector.

The moment equations for a spinning body after the spinup process is

completed reduce to (Reference 3-3)

M
&+ix_ = i-- (3-1)

X

where

co = complex transverse angular rate

= ¢o +i¢o
x y

- F--'--
i = v-1

3-9



,.'R,
bd

<I

Z
__0
I--

W

6O

40

20

I

LONGITUDE DRIFT RATE IS

0.69 deg/min //LA_E:UooR:E T

ROSMAN_ r

X OHANNESBURG _._ ,

60

L I I

0 60 120

120 180

LONGITUDE, DEGREES WEST OF GREENWICH

I I L

JOHANNESBU__

240 300 360

180 240 300

VISIBILITY TIMES, MINUTES

I I I

560 420 480

Figure 3-6. Ground Station Antenna Elevation Angles for

Equatorial Medium Altitude

6000 n. mi. orbit

3-10



&0
z

(:z)00 1 -
z x

spin rate, (assumed constant)

I = I I = principal moment of inertia of the spacecraft
X y' Z

M _. applied transverse moment. In this case, M = N 5 (t) where

6 (t} is the delta function with the unit per second, and

N = Nx + i Ny the complex moment impulse with units lb-in-sec.

The solution of Equation 3-1 with ¢0(0) = ¢o is
o

(3-z)

To find the angle /_, it is necessary to relate the moment equation to
a fixed reference frame. This is done by means of Euler angles. Defining

the instantaneous direction of the spin axis as the angle 8 measured with

respect to the inertia frame, it can be shown (Reference 3-3) that for small

@ and constant 00z the following relation holds

where

i¢o t
zOe i# = _oe dz (3-3)

o

0 and _ are the Euler angles as shown in Figure 3-8. Substituting Equation

3-2 into Equation 3-3 and assuming 0(o) = 0, the integral is immediately

evaluated and after rearrangement of terms

8ei_ _ Iz_z

The attitude a is by definition

= IO] ave

+ i - cos (3-4)

or since O(o) = 0

1 I^I

= _ I_ I max
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Then from Equation 3-4

I01 =

and

Ito +N
X 0

hence

I to

Z Z
Z- 2 cos

(3-5)

1

I 2rI  NyI1 I to + Nx x oy

= Z x ox + _ izto (3-6)
[O [max I to

Z Z Z

1

Ixtoox + N x I to + N
= 7 0_ ÷ x Ito°Y y (3-7)

X Z Z Z

The greatest attitude change caused by a given initial tumbling rate
of the launch vehicle [too [ and an initial tipoff impulsive moment IN[ can be
written in mathematical terms; find the maximum of a with the constraints:

1

z z) z
It°o[ = (°_ox + tooy (3-8)

1

IN[ = (N 2 + N 2)2 (3-9)
x y

By the use of Lagrange multipliers, Equation 3-7 is maximized to give:

 Itool+ INI
max I to

Z Z

(3-tO)

The nutation angle is given by definition:

tan _ -

!to!
X

Ito
Z Z

For small angles and using Equation 3-2

1 [(ixtoox + Nx)2 + (ixtooy_'" Ito
Z Z

I

+Ny_]Z (3-11)
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Again using the same arguments and procedure as before:

IxJ ol+ JNI
(3-1z)max I c0

Z Z

The fact that c_ = _ can also be obtained by geometry from Figure

3-7. During the process of spinning up, an attitude deviation _ may occur
• O . .

because of spinner misalignment, mass unbalance, etc. Since the direction

of this angle can be considered random and statistically independent of _max'
the expected attitude deviation caused by spinup process plus separation is:

_ 1

I2atota 1 = c_ + _ (3-13)max o

The application of the above results is straightforward and for the Advanced

Syncom yields the following numerical values:

J_0 J = O. 3 deg/sec
O

-3
5.23 x I0 rad/sec assumed initial

tumbling rate of the Agena

= O. 25 degree
O

W
Z

= 10.4 rad/sec

JNI = 9.6 in -lb-sec

2
I = 916 in -lb-sec

X

I
Z

2
1062 in -ib-sec

Substituting the above values into Equations 3-10, 3-12, and 3-13

c_ = _ = 0.075 degreemax max

C_tota 1 = 0.264 degree

This value is less than would be obtained by free-body spinup and is less

than the I degree permitted by orbital requirements.
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Free-Body Spinup

A computer study has been performed of the attitude dispersion of a

spacecraft having rotational dissymmetry due to free body spin. The results

of this study are presented in Tables 3-2 and 3-3 and represent the cases
that are considered the worst. This study considers perturbations in atti-

tude caused by the Agena tumbling rate plus the separation tipoff rate

(co o = 0.6 deg/sec), a transverse disturbing moment M t due to spinner
misalignment, and the attitude dispersion between the time of separation

and the start of spinup ( 0. 12 degree) due to COo alone. The nutation damper
should make these results conservative. In Table 3-3 the following moments

of inertia ratios are assumed

I : I : I = I.i0 : 1.00 : 0.95
z y x

whereas for Table 3-3

I : I : I = I.I0 : 1.05 : 1.00
z y x

Stability of Free Spinning Body with Energy Dissipation

This analysis was made to determine the effects of kinetic energy

dissipation on the stability of a free spinning body. Rotational symmetry

about the spin axis was assumed to simplify the mathematics. The results

may be summarized by considering the body to be a) an oblate (disc-like)

spheroid or, b) a prolate (rod-like) spheroid. It is shown in an oblate

spheroid that any tumble rate present will tend to decrease with any dissipa-

tion of kinetic energy and if there is no tumble rate initially present, none

will be induced by dissipation of kinetic energy. In a prolate spheroid it is

shown that any dissipation of kinetic energy will result in an increased tumbling

rate even if none is present initially. The equations developed permit the

prediction of tumble rate if the kinetic energy dissipation is known.

Conslder a body spinning in space and in free flight. If no external

moments are present, then

= M = 0 (3-14)

where

H = angular momentum

M = external moment acting on the body
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Since Oxyz are principal axes

H = Aoo
x
_+ Boo 7+ Co0

y z
(3-15)

®

Oxyz principal axes

of inertia of B

Q Galilean frame

Body

The kinetic energy T of B is given by

2 2
2T = H" Oo = Ao0 + Boo

x y

2
+ C_o

z

if B is a body of revolution such the

A = B :_= C

then

2) 22T = A (o0 2 +o0 +Coo
x y z

and

H = A (_x i + o0 -_) + C_ k
y z

_2 = A2(_ 2+oo 2)+ C 2_ 2
x y z

(3-16)

(3-17)

(3-18)

(3-20)

3-18



Let

2 2 2

x y r

and designate initial angular rates with o subscript

2 2
2T = A_ + C_

r z

(3-21)

(3-22)

2 _2 A 2 (co 2 2) 2 2 2)- = -_ +C (_ -_
o ro r zo z

2A_0 2+C_ = 2T
r z

A2 2 + C 2 2 2= A2_
r z ro

+ C 2_ 2
zo

2 C 2 2T
+ co -

r A z A

2 --_AC2 2 Io_ro 2
co + _ =

r ._ z

Solving for _o and
r z

and

2TC - A 2 o_ 2
ro

= " 7j: _)
zo

r

_ 2+ [_c]2 2 2T l
= ro |AJ zo

C C

1/2

1/2

' 2 I 2
T = T -AT = -_A_ + C_o

o z ro 2 zo

Equation 3-26 should now be considered for two cases.

AT

= 0

1
I
J

(3-23)

(3-24)

(3-25)

(3-26)
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Case A. B is an oblate spheroid (disc-like) A < C

1 2
i) co = 0 T :--Coo

ro " " o 2 zo

oo
r

(--)or 0

2TC - C oo
ZO

= A(C - A)

(+)

= 0

With dissipation of kinetic energy, T gets smaller and oor becomes

imaginary, indicating that no tumble rate can be expected.

z) co >0 T I Z i 2
ro o = _ Aoo + Coo• " ro _ zo

oo goes to zero when
r

2TC -< A 2 oo 2 + C 2 oo 2
- ro zo

A 2 2 2
2T < --oo +Coo

= C ro zo

or

2 2 A 2 2 2
Aoo +Coo - 2AT < oo +Coo

ro zo C ro zo

. 1 A 2
AT i- _ (i - _) A ooro

Dissipation of a small amount of kinetic energy even when A _ C

but A < C will result in quick stabilization of rotation about the

Z axis.
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Case B.

I)

B is a prolate spheroid (rod-like). A > C

ro

= 0 T
O

O3
r

l 2
---- -- C(_

2 zo

(-) or 0
M

[.2TC - C 2o3 2
ZO

A(C - A)

(-7

1/2

Any dissipation of kinetic energy will result in a tumble rate

a)

o3 = [ 2AT ] 1/2r A (A - C)

and a reduced spin rate o3z , which can be easily computed by

Equation 3-26.

o3 > 0 .. T = 1A 2+I 2
ro o 2 o3ro _ Co3zo

(+)

0J
r

A

A (A - C) o3 + 2CA'T
ro

A (A - C)

(+)

1/2

Any dissipation of kinetic energy will result in an increased

tumble rate.

MICRO- THRUSTING INTERVALS FOR SMALL ECCENTRICITY CHANGES

OF NEAR CIRCULAR ORBITS

Summary

Beginning with the Lagrange planetary equation for the variation of

eccentricity with time (de/dt) due to the in-plane perturbing influence of a

small constant radial (R) or circumferential (St acceleration (normal to R),

• -< o. 02)the additional assumption of a small maximum eccentricity _ema x
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after N intervals of unidirectional thrusting (with each thrusting interval less
than an orbital period) yield the following approximate expressions for
required equivalent _','*velocity increment AV to effect an eccentricity change,

Ae (Figure 3-9). c

5V (Ae) V R 0
AV = N . e _ °(f2- fl) • = (3-27)

c orbit 2(sin fg sin fl ) S = constant

6Ve (Ae) Vo(f2 - fl) S : 0
AV = N- -- _" ; (3-28)

c orbit (cos fl - cos f2 ) R = constant

where Vo is the circular orbital velocity associated with the product of the

mean motion and semimajor axis, (na). Also fl and fz are the values of the

true anomaly at which the thrusting begins and ends respectively for each

orbit, {assumed constant for all N orbits and If2 - fll < 2w).

Since the impulsive velocity increment AV. required to effect a change

_e is approximated by 1

AV. (Ae) V (3-29)
i _ 2 o

a measure of eccentricity correction efficiency of the impulsive mode may be

obtained relative to the continuous thrusting mode by forming the ratio

(assuming equal specific impulse for both modes).

_V.1 sin f2 - sin fl

_V
c f2 fl

; i% = 0 (3-30)

AV. cos fl - cos f21

AV 2(f2 - fl)c

; s : 0 (3-31)

In Equation 3-27, minimum time to generate Ae corresponds approximately

to the most efficient condition, f2 = -fl = Tr/2, so that Equation 3-30
becomes

/AVi_ _2

rain Tr

time

0.6366 ; R = 0 (3-32)

As compared with an impulsive velocity increment.
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In Equation 3-28, the minimum time case occurs when fl = 0 and f2 = Tr,
so that Equation 3-31 becomes

-- = 0 3183
rain _r

time

; S = 0 (3-33)

A comparison of Equations 3-32 and 3-33 shows that circumferential

(-,,tangential) thrusting is the preferred continuous mode to change

eccentricity (at least from an efficiency viewpoint) for a given constant

thrust.

If both the constant radial (R) and circumferential (S) accelerations

are turned on at true anomaly fl and off at f2, the eccentricity change per

orbit is approximated for small eccentricities (e < 0.02) by

whe re

Now

2

orbit _ -- (cos fl - cos f2) • R + 2 (sin f2 - sin fl ) • S ;

If2 - fl] < 2 w

2
a = square of semi-major axis

2 3
= constant of attraction = n a

= 6Z 627.75 (n. mi.}3/sec 2

for a 6000 n. mi. altitude circular orbit

(3-34)

2 2
a__ _ 0.2341 sec

ft

whereas for a circular synchronous orbit

2
I36° c

(3-35)

(3-36)
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If satellite libration damping considerations permit two intervals of
equal and opposite thrust per orbit spaced symmetrically about f = 0, Tr
for the circumferential (tangential) mode (Figure 3-10) and spaced sym-
metrically about f ---_r/2, 7r/g for the radial mode, the time required to
accrue or remove a given value of Zkeis reduced to half that required for the
single, unidirectional thrust interval per orbit case. The relative efficiency
measure of Equations 3-30 and 3-31 will remain the same.

Finally, if in Equation 3-30, fz = -fl = f < w/g the expression
reduces to the tabulated function

AV.
i sin f w

AV _ f ; f -<--Z
C

(3-37)

Analy sis

Consider a spacecraft in a closed orbit with osculating elements a, e,

i, _, co, _ under the influence of three orthogonal acceleration components

R, S, W with R, S in the orbit plane as in Figure 3-11,the gagrange planetary

equations for the time variation of the above elements may be expressed as,

(e.g., Moulton, Reference 3-4,or Deutsch, Reference 3-5).

( 1dt g e sin f- R + P--r S ;
n _-i _ e

dn -3 [
= Z [ e sinf* R

a _-i - e

+ (i + e cos f)S]

de _ - e

dt na sin f. R + (cos f + cos E)S]

(3-38)

(3-39)

di r cos (co + f) W
: 2 2

na _/_ - e

(3-40)

d_2 r sin (co+ f) W
h-_ = 2 --2

na _/_ - e sin i

(3-41)
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dco_ idS-- e2[dt nae
-cos f • R +

r sin (co + f) cot i
2 r 2

na _41 - e

• W

sin f ,, s]
(3-4Z)

dtd°-_ (1- e2)[ (cos f_nae 2re)p
R _ sinf ' S ] (3-43)

whe re

r = geocentric radius to spacecraft

a(1 - e 2)

1 +e cosf --
P a(1 e cos E)

1 + e cos f =

a = semi-major axis of orbit

i = inclination

_2 = right ascension of ascending node

co = argument of perigee

2_Tr
o- = -nT - T

O T O

n

T

T
O

E

: mean motion

= orbital period

= time of perigee passage

-- eccentric anomaly

Small Eccentricity Change

Only Equation 3-39 will be considered although a similar approach

may be used for other elements using the small eccentricity approximation.
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To integrate Equation 3-39 the following relations will be used:

2de de dt de r
df - dt df - dt 2 2an l_----e

The last expression in Equation 3-34 is based on the assumption of conserva-
tion of angular momentum per orbit for low thrust levels. Substituting
Equation 3-34 into Equation 3-39 gives

de r2 [u cos ]- .sin f • R + (cos f + E)S (3-45)
df

Now, if terms of 0(e 2) are ignored, the result is

a (i - e 3)

r = a (i - e cos E) =

l + e cos f
a (1 - e cos f) (3-46)

so that E = f and

2 a Zr _ (i - Z e cos f) (3-47)

With the approximations of Equations 3-46 and 3-47, Equation 3-45 becomes

Z

de ._ a (i Z e cos f) (sin f R + I cos f S) (3-48)
df _

For R = 0, the eccentricity change per orbit is (e._ constant for each orbit)

6e

orbit

2

_a_ {ZS (sinf 2 - sin fl ) - eS (Xf 2 - 2f 1
R=O

+ sin Zf_ - sin Zfl) }
g_

(3 -49)

where fl' fg are the true anomaly values of thrust on and thrust off times
respectively When f_ = -f. = Tr/7 Equation 3-49 becomes (for e_- 0.02) the

• . " . . _ . i
condltlon for mmlmum tlme to change e,

Z
"Se'max _ a S (4 - 2_e) > 4a

orbit _
0S (1 - 0.0314)
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so that the approximation to Equation 3-49 with

6e _ 2a2
orbit _ S (sin fz - sin fl ) (3-50)

IT

is valid to about (_- e I00) _ 3 percent.

Similarly if S = 0, the integral of Equation 3-48 gives for If2-fl l<2Tr

I 2 [ 2f21]6e ,._ a R cos f - cos fz e (cos 2f - cos
orbit S=0 --_- 1 - _ 1

(3-51)

2

a [ 1-- R (cos fl - cos f2) ± e (3-52)

If it takes N orbits to accrue a net eccentricity change Ae - 0. 02 with either

one radial (P_) or one tangential (S) acceleration interval per orbit, each

beginning at fl and ending at f2 (If2 - fl I< 2Tr), referenced to the perigee of

the osculating orbit, then

Ae I _ 2Na2S_ (sin fl - sin fl ) (3-53)
R=0

Ae

S--0

NagR

(cos fl - cos f2) (3-54)

For the most efficient tangential acceleration case, the equivalent velocity

increment required to generate Ae in Equation 3-53 is approximated by

6 V NS NS
c ~ (fz fl) - f (3-55)

AV = N -- ~ 2_" T = -n-- (f2 1)
c orbit

(Ae) I f2 - fl 1--_ na sin f2 - sin fl
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The impulsive velocity increment AV. needed to generate Ae is estimated as
i

AV Ae Ae
i _ a V = na (3-56)

2 o 2

so that a measure of the efficiency of AV
C

of impulsive thrusting is given by

for continuous thrust versus that

AV. sin f2 - sin fl
1

AV _ f2 - fl
C

; R=0 (3-57)

similarly for S=0,

AV. cosfl - cos fz
1

AV _ Z - fl )c (f2

; s=o (3-58)
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4. GRAVITY-GRADIENT STABILIZATION SYSTEM

The following discussion presents a summary of the analyses, com-
putations, and other engineering considerations associated with the feas-
ibility assessment and performance evaluation of the gravity-gradient
stabilized vehicles referred to as MAGGE and SAGGE. In general, the
investigations are applicable to both vehicles. Considerations applicable
to a particular vehicle are specifically delineated in the text.

The gravity-gradient stabilization system studies have merged into
two major categories. First, there is the evaluation of the various factors
affecting the attitude performance of the vehicle under the operational
conditions imposed by the mission. Second,there is the engineering task of
integrating a Government-furnished equipment,gravity-gradient stabiliza-
tion system into a particular vehicle(s). Except for an introductory discus-
sion of factors affecting the spacecraft configuration, this discussion deals
primarily with the first category.

SUMMARY

Factors Affecting Choice of Vehicle Configuration

There are numerous configurations which can adequately satisfy the

general requirements of passive gravity-gradient stabilization. From the

stabilization standpoint, only three basic conditions need be met. First,

depending upon the method of damping, various moment-of-inertia ratios

must satisfy the stability criteria as established by the equations of motion.

Second, the spring constant of the damper body coupling spring must be

greater than some prescribed value. Third, the absolute values of the

•...a..L

attitude errors. A particular implementation of the above requirements

and the constraints imposed by certain mission requirements greatly

restrict the range and scope of feasible vehicle configurations. The basic

feasibility of the configuration under consideration is established below in
the ': -" _.tigilL of iliiSsioii requiren_ents, _-_ .... ;c; .... o÷_4-+= _._ 1;_4+_4_.o
are discussed.
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The basic configuration under investigation differs only in certain

design details from the one originally proposed by GSFC. The primary

considerations leading to such a configuration and the attendant constraints

and limitations for specific missions are summarized below.

Synchronous Orbit Launch

The attainment of a synchronous orbit with zero inclination requires

the use of an apogee engine which dictates spin stabilization. Initial

orbital adjustment for the purpose of removing eccentricity, adjusting

inclination, and acquiring the desired longitude also calls for spin stabiliza-

tion as demonstrated by Syncom 2. Thus, the "hat-box" configuration

having maximum moment of inertia about the spin axis is a natural vehicle

for the mission. However, the integration of boom deployment mechanisms

around an apogee engine is accompanied by certain mechanical constraints

including maintaining suitable moment of inertia ratios, ensuring minimum

deletion of solar cell area where the booms emerge from the vehicle, and

maintaining appropriate boom orientation relative to the vehicle-fixed axes.

In the presence of the apogee engine, mechanical synchronization of boom

deployment becomes particularly unattractive as does the capability for

varying the x-angle between booms. Thus, active consideration is being

given to the use of a fixed boom angle and an electrical synchronization

system which stops all booms if one boom fails to deploy. The presence of

the apogee engine causes a difference between SAGGE and MAGGE gravity-

gradient system integration problems, the details of which are presented in

subsequent discussions.

Operational Attitude of Vehicle Relative to Orbital Plane

As a result of gravity-gradient stabilization, the satellite makes

one revolution per orbital period about an axis normal to the orbital plane.

This axis of rotation should be the longitudinal or spin axis of the space-

craft, an axis which coincides with the thrust axis of the apogee engine.

The principal reason for such an orientation is the optimization of solar

cell power output. A second consideration is that of convenience in

positioning control jets for thrusting parallel and normal to the orbital

plane. Thus, the gravity-gradient stabilization and damping modes must

be positioned relative to the vehicle-fixed axes with a prescribed geometry.

Details of this geometry are presented in a subsequent section.

Single Axis Damper

The use of a single axis damper inertially coupled to all modes of

vehicle attitude motion places a constraint on the location of the damper axis
relative to the axis of maximum moment of inertia of the vehicle. This

geometry has been optimized through computer studies carried out by the

NASA at Ames Research Center and at Goddard Space Flight Center. The
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orientation of the damper axis relative to the plane of the stabilizing booms
and the orientation of the plane of the stabilizing booms relative to satellite-
fixed axes are defined in a subsequent discussion.

Moment of Inertia Ratios and Magnitudes

The ratios and magnitudes of the satellite moments of inertia have

been established by extensive computer studies. Implementation of the

desired ratios is achieved by extensible boom relative geometry, that is,

by specifying boom angles relative to the vehicle yaw axis. Inertia magni-

tudes are established by tip masses and boom lengths.

In general, boom length should be as shor.t as possible consistent

with feasible design of the damper coupling spring. Neglecting the central

body inertia and central body solar radiation torque momentarily, in theory

the gravity gradient stabilization system performance is not seriously affected

by boom length. The reasoning supporting this statement is summarized as

follows :

I) Excitation resulting from eccentricity is directly proportional

to vehicle inertia as is the restoring moment.

z) Maximum solar radiation torque on the booms is proportional

to the cube of the boom length.

3) Center-of-gravity displacement is proportional to the square of

the boom length; thus ratio of reaction jet disturbance to

restoring moment remains constant as boom length is varied.

4) Perturbations of vehicle inertias and inertia ratios is propor-

tional to boom length squared.

Factors tending to veto an increase in boom length are:

I) Reduction of normal mode frequencies

Z) Aggravation of inversion problem

3) Reduction in reliability of complete deployment

4) Increased bending while operating re_LiU_ uu,L_u1 oyoL=_1

Based on the presently acceptable attitude performance shown in the

Goddard Space Flight Center computer studies, and considering the fact

that natural profile effects will increase attitude errors, it is recommended

that the booms not be shortened. _pec1_ca_,y, LL.=-= _= --_ I_ .... _ ...........

for making any change in the nominal boom length (100 feet) or in the tip

masses discussed later in this section. Additional quantitative details of

the above considerations are in process.
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The question of what is the optimum nominal boom length may be
answered in the flight program with the capability of reducing boom length
on command. Then the booms could be retracted during some part of the
mission and the considerations listed above could be experimentally
evaluated. However, it would appear advisable to establish boom length
variation at the end of the mission (or late in the mission) to prevent some
retraction malfunction from degrading the major portion of the experimental
results.

Absence of Local Vertical Obscuration in Cone of

Approximately 30 Degrees Total Angle

The desirability of leaving the local vertical free of any structural

members essentially dictates the utilization of an X-configuration for the

stabilizing booms to achieve, in a reasonably practical manner, the required
moment of inertia ratios.

Gravity-Gradient Stabilization in Synchronous Orbit

A prerequisite to satisfying the above condition is projected area

symmetry about the vehicle center of gravity. Thus, vehicle configurations

like the TRAAC satellite (Reference 4-1} and the Bell System Technical

Journal satellite design (Reference 4-2) would be unsatisfactory for

synchronous altitude operation because of the relatively large displacement

between center of pressure and center of mass. The X-configuration is

optimum from the standpoint of maintaining projected area symmetry about

the center of gravity.

The above considerations indicate a vehicle configuration which is

essentially a modified Advanced Syncom spacecraft having X-shaped

stabilization booms of almost 100 feet and tip masses as indicated in the

succeeding section.

Moment-of-Inertia Configuration Summary

The angle between the plane containing the mass centroids of the

four X-booms and the plane of the damper boom is _ = y + 6 = 62. 6

degrees. This angle has been established by GSFC computer studies.

(See Figure 4-i.)

Define

12 = maximum moment of inertia of X-booms (excluding central
body)

II = intermediate moment of inertia of X-booms

ID = moment of inertia of damper boom
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Then

ID/I 1 = 0.08 (from GSFC computer studies)

IZII 1 = i. 12 (from GSFC computer studies)

The nominal half-angle of the X is fixed by

12 I
- 1.12 -

I 2
1 cos

= 19.1 degrees

SAGGE C onfi gu ration:

Let X-boom tip mass = i0 pounds

= boom mass per foot

= 7. 83 x 154 slugs per foot for 0.003-inch, i/Z-inch diameter

beryllium copper with 180-degree overlap.

Then

I0 4 0-4
I2 = 4(3-_-_._Z)x i00 z + _-x 7.83 x i x 1003

= 12420 + 1040 = 13460 slug-ft 2

II = I2 cos 2 19. 1 degrees = 12020 slug-ft 2

ID = O. 08 (12020) = 960 slug-ft 2

Damper tip mass:

2md(45)2 1 903960 = + _- x 7.83 x 10 -4 x

= 47.5 + 4050 m d

960 - 47.5
md = 4050 = O. 225 slugs = 7. Z5 pounds
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The angles _fand 6 are obtained from

ID sin 2 6 = (I 2 - ll) sin 2 ¥

giving

tan 2 6 =

_( + 6 = 62.6 degrees

Iz - Ii sin Z (62.6 degrees)

ID

1 +
IZ - I1

ID
cos 2 (62.6 degrees)

I2 II 13460 - 12020

ID 96O

- 1.5

sin 2 (62.6) = 0.8175

cos 2 (62. 6) = -0. 577

tan 2.6

26 = 83.8

6 = 41.9

= 20.7

MAGGE configuration:

Let X-boom tip mass

Then

12 =

Il =

ID =

i. 5 (0.8175) = 9.1
i - i. 5 (0. 577)

= Z. 5 pounds

1040 + 4

4152 cos

Z.b i00 z = 4152

Z 19. 1 = 3709 slug-ft 2

0.08 (3709) = 296 slug-ft z_
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296 - 47.5 248.5
m d = - - 0 0613 slugs

2 x 452 4050 "

= 1.97 pounds

Details of moment of inertia computations are contained in the
section on mass properties data.

Shift in Center of Mass Due to Thermal Bending of Booms

The perturbation in center-of-mass location resulting from thermal

bending of the booms has been evaluated. The shape of the center of gravity

shift in the X - Yg plane does not vary significantly over the range of

orbits considered in Table 4-i, the cases I and 4 being typical except for the

Yg component of center of gravity shift which does vary with orbital geometry

between the limits of about ±1.4 inches. Figure 4-2 shows the results for

cases 1 and 4 respectively. The maximum center of gravity shift component

is in the X-direction, being about 2 inches. A boom absorbtivity of 0.2 was

used as the basis for determining thermal bending, resulting in a maximum

deflection of about 2. 8 feet for the tip masses. Figure 4-3 defines the center

of gravity shift nomenclature, and Figure 4-4 illustrates the vehicle-sun-

orbit geometry.

It is emphasized here that the center of gravity location perturbation

because of thermal bending must be added to a statistically determined

center of gravity shift bias arising from the natural profile of the booms.

The above shift results from thermal bending only.

Natural Profile of Gravity-Gradient Stabilization Booms

A long, tubular element of the type being considered here has a

natural, 3-dimensional profile resulting from residual stresses in the boom

material which occur during manufacture, storage on the drum, and pay-out

through the guide arrangement. This natural profile could be measured if it

were possible to observe a suitably long section of the tube in a force-free

condition. Such observation does not appear feasible, but certain approxima-

tions may be made by suspending the boom at intervals with a system of

carefully designed floats which rest on quiet water in a still atmosphere.

Experimental determination of the natural profile of a 100-foot boom
was undertaken at DeHavilland (Reference 4-3), but the results were not

conclusive. The boom did exhibit various profiles as reported in Reference

4-3, but certain instrumentation difficulties existed which precluded final

conclusions being attained. However, according to DeHavilland, the natural

profile in bending is repeatable for a given boom, although the twist may

exhibit some variation when cycling a given boom. The question to be
resolved is: for a fixed deployment mechanism, what is the location of the

tip mass at the conclusion of payout? Figure 4-5 illustrates the problem

4-8

!



TABLE 4-i. ORBITAL CONDITIONS FOR CENTER OF GRAVITY

SHIFT CURVES

Case _ _ _2 R

1

2

3

4

5

6

7

8

9

10

Ii

12

13

14

15

16

17

18

19

20

21

22

23

24

25

26

27

28

0

3O

6O

9O

120

150

180

210

240

270

3OO

330

0

3O

6O

9O

120

150

180

210

240

270

3OO

330

0

3O

6O

9O

0

0

0

0

0

0

0

0

0

0

0

0

33

33

33

33

33

33

33

33

33

33

33

33

33

33

33

33

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

9O

9O

9O

9O

22766

22766

22766

22766

22766

22766

22766

22766

22766

22766

22766

22766

9444

9444

9444

9444

9444

9444

9444

9444

9444

9444

9444

9444

9444

9444

9444

9444

Case i

Case 2

Case 3

Case 4

Case 5

Case 6

Case 13

Case 14

Case 15

Case 16

Case 17

Case 18

*Replace (Xg, yg, Zg) by (-Xg, -yg, -Zg) in cases indicated in table.
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TABLE 4-

Case

29

30

31

32

33

34

35

36

37

38

39

4O

41

42

43

44

45

46

47

48

CONT'D

_ _ R

120

150

180

210

240

270

300

330

0

0

0

0

0

0

0

0

0

0

0

0

33

33

33

33

9O

90

90

90

9444

9444

9444

9444

Case 25

Case 26

33 90

33 9O

33 90

33 90

33 0

33 30

33 6O

33 9O

33 120

33 150

33 180

33 210

33 240

33 270

33 300

33 330

9444

9444

9444

9444

9444

9444

9444

9444

9444

9444

9444

9444

9444

9444

9444

9444

Case 27

Case 28

Case 29

Case 30

Case 37

Case 38

Case 39

Case 40

Case 41

Case 42

Replace (Xg, yg, Zg) by (-xg, -yg, -Zg) in cases indicated in table.
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(not to scale). The exit direction of the boom is given by the dotted lines.
Because the individual natural profiles deviate from a straight line, the tip
masses will lie on 3o- displacement circles of some radius. The statistical
description of center of gravity displacement resulting from the natural pro-
file is in process. If the 3o- radius of tip mass displacement is large (more
than 3 feet), some provision would have to be made for controlling the exit
direction or rotating the tube about its axis so that all tip masses could be
placed in the proper plane. If r m is predictable and repeatable but has a
random direction, exit direction control (or possibly boom rotation about
boom axis) would still be required unless r were significantly smaller than
the maximum deflection because of thermal bending. Thermal bending maxi-
mum deflection may be in the range 3 to 7 feet.

The effect of the natural profile, if the direction of bending is uncer-
tain, may be approximated by the geometry of Figure 4-6. The boom is
tangent to the pay-out direction at the exit point (point of emergence from the
central body). Then,

O
h = r (I - cos 7)

2
S
I

r --

8h

The displacement d I is

d I = r (I - cos 8)

--_-_ - zz ¸
r

4h

and the tip mass displacement is

S

d _ --0-° (4h)
o s I

Then

Typical numbers might be s I = I0 feet, h = Z inches, so

I00
d _ (4 x Z) = 80 incheso -i-d-

= 100feet.

= 6. 67 feet
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Subsequent discussions with DeHavilland are planned for the purpose
of quantitatively defining the natural profile of the booms.

Solar Radiation Torque Compensation

Because of present uncertainties in the angular orientations of the

boom tips caused by the natural profile, solar radiation torque compensation

is not recommended. Such compensation, if used, would take the form of tip

surface areas designed so that the torque normally caused by a pair of

opposed booms would be compensated by the changing projected area of the

tip surfaces. A simple disk on each tip, with the disk surface positioned

normal to the boom axis, would have the desired effect. Since the angular

misorientation of the boom tip could be as great as the angular deflection due
to thermal bending, the compensation could not be attained. In fact, the disks

would produce a radiation pressure disturbing moment when the boom alone
would not normally produce a torque.

SYSTEM PARAMETER OPTIMIZATION

The following summary of system parameters, although subject to

minor modification as a result of current investigation, represents the

present findings regarding "optimum" values.

Moment-of-Inertia Ratios

The moment-of-inertia ratios remain as indicated in the beginning of

this section and are the result of computer studies carried out at GSFC.

Moments of Inertia

The moments of inertia remain as indicated in the beginning of this

section and are the result of the considerations discussed and the response

curves generated by GSFC computer studies (Stabilization and Controls
Branch).

Since the capability of varying (decreasing) moment of inertia exists

in the MAGGE vehicle, the basic entity here is the maximum moment of

inertia (booms fully deployed). This maximum value could be increased by

adding tip mass or increasing length. However, there is no justification for

increasing the moment of inertia because the vehicle response to solar

radiation is less than l degree (usually) in pitch and roll and less than 3

degrees in yaw. These values are for a maximum tip deflection of I0 feet,

a conservative value if boom reflectivity can be maintained.

However, it does not appear reasonable to decrease the maximum

moment of inertia, since the 100-foot length of boom is readily obtainable.

The yaw attitude error already exceeds 3 degrees (under certain conditions)
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and the advisability of increasing this error is subject to question. The

equations may be applied using the curves of Figure 4-7 to arrive at k 1

values and the minimum length then determined in this manner. For example,

if twice the attitude error of Figure 4-7 is acceptable, k I = 2, and L =

100/_r3--= 57.7 feet. This assumes that the solar radiation torque on the

central body is equal to the torque on the booms.

Boom Parameters

The important boom parameters are diameter, thickness, coating

(plating), and overlap. It is shown in Reference 4-3 that thermal bending

is proportional to the profile number

led
N - 4kt Js s

where

d = diameter

t = thickness

e = coefficient of expansion

k = conductivity

J = solar radiation constant
s

d = absorbtivity
s

The diameter-to-thickness ratio is constrained to some minimum

value because of stress requirements in the flattening and curling process.

Thus, boom bending can be controlled only by e, k, and _, the latter being

subject to some minimum value of about 0. I. e and k do not provide for

any significant improvement, leaving N at the value minimized correspond-

ing to minimum _.

It does appear that d should not be increased, with a corresponding
increase in t, because the solar radiation torque varies directly as d. The
_,_ =_.^..1_ _ _4,_ ...... _nf _r_flq th_ req_ir_rnant._ for stiffness

in the presence of reaction control system operation.
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BOOM DYNAMICS

Solar Plasma Considerations

The potential problem of mechanical forces on the gravity-gradient

booms due to solar plasma streams has been given preliminary considera-

tion. Since it is predicted by many investigators that beyond a region of

approximately 8000 miles from the earth's surface a solar plasma pressure

on the order of 10 -5 dynes/cm 2 exists, the potential perturbing effects on

both the spacecraft main body and gravity-gradient booms for the normal

plasma and abnormal plasma (i.e. , during active solar "storms"} is under

investigation. The normal solar plasma forces are approximately 1 order

of magnitude less than ordinary light pressure forces on a perfectly reflect-

ing surface, which are on the order of 10 -4 dynes/cm 2. However, during a

severe solar storm it is expected that the plasma may exert in gusts, pres-

sures of possibly Z orders of magnitude greater than ordinary light pressure.

This would result in pressures of approximately 0.01 dyne/cm 2 on highly

reflecting surfaces. Depending on the length of time of the high solar wind

or plasma occurence, these forces may or may not be a significant

perturbation.

Thermal Analysis

The thermal analysis of the gravity-gradient booms has continued.

Since the thermal analytical model of the booms does not require that the

booms are comprised of closed tubes, this assumption is not necessary to

solve for the tube maximum At. Therefore, a realistic evaluation can be

made of the effect of nonuniform solar insolation on the overlapped tube.

The cross sectional model of the overlapped tube has been analyzed

for various solar angles from 0 to 360 degrees to evaluate the radial tem-

perature excursions during the complete cycle of 1 day. The results of this

investigation are shown in Figure 4-8. In this investigation, a boom of

0.45-inch diameter, 0.002-inch wall thickness, 0.35 solar absorptance, and

a conductivity of 65Btu/hr ft °F was assumed. The results are indicative

of the expected general shape of the temperature profiles for all booms con-

sidered. It'is seen that the solar angles of 90 and 270 degrees in reference

to Figure 4-8 appear to be the most severe from the standpoint of tempera-

ture gradient across the boom.

in the region of the overlapped section of the tube, the conservative assump-

tion was made that conduction in this region was negligible and that only

mutual radiation between outer tube and overlapped tube occurred. It is felt

that only in the event of high surface pressure and good mutual contact in the

_,_,_,_ ,=,_.,.,,, would ove _I_-_ I_,_ = h-,_fi_i_l _ff,_t _n _pH,,r_ng th__ _I.,i._.A_ .._ • _ .............................

temperature differential across the tube. If this is not the case, then the

overlapping only inhibits cross heat transfer by radiation.
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The effects of varying tube wall thickness, diameter, and solar
absorptance are shown in Figure 4-9. For the sake of comparison, all cases
assume a solar incidence at 0 degrees according to the model shown in
Figure 4-8. Therefore, in order to maintain a maximum gradient across
the tube in the 2 to 3°F range, a low solar absorptance (0. 10) and a low
diameter-to-thickness ratio (on the order of 200 to 250) must be utilized.

The complete steady state results to date of the thermal analysis of

the gravity-gradient booms are shown in Table 4-Z. Various AT results are

indicated for diameter ranging from 0.45 to 0. 75 inch, wall thickness from

0.002 to 0.004 inch, solar absorptance from 0. 10 to 0.85, and solar angle

from 0 to 450 degrees including overlap. The potentially best boom ana-

lyzed was the 0.45-inch diameter, 0.002-inch wall thickness, and 0. i0 solar

absorptance on outside surface resulting in a temperature differential vary-

ing from I. 7 to 3. 6 °F depending on the boom angle of solar insolation. The

mean boom temperature for this configuration is -55 ° F.

The gravity-gradient booms have been analyzed to determine the

transient behavior of the booms during and following a 60-minute eclipse.

For the high solar absorptance tube analyzed, the maximum temperature

differential in departing from the eclipse apparently did not significantly

rise above the normal steady state differential (see Figure 4-10).

STRUCTURAL ANALYSIS

Gravity-Gradient Boom Deflection Studies

Deflections Due to Gravity-Gradient Forces

Boom tip deflections due to gravity-gradient forces have been com-

puted and may be neglected when compared to deflections caused by tempera-

ture gradients on the boom natural profile. The deflection analysis assumes

the booms are straight after being deployed. Using the notations in Figure

4-11 the gravity-gradient forces and deflections are determined.

Tl_ net gravity-gradient force on the boom can be reduced to

3 mig RE z d as shown in Figure 4-12. Resolving this force normal and

parallel to the boom axis, the deflection for a beam with a simultaneous

axial tension load and transverse load is

6 = _ (f - j tan h U)
max p
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TABLE 4-Z. GRAVITY-GRADIENT BOOM THERMAL ANALYSIS

STEADY-STAT E RESULTS

Boom

Diameter,

inches

0.45

0.45

0.45

0.45

0.45

Sun
Boom Shell

Ray
Thickne s s, a _

Normal
inches To

0. 002

0.00Z

0.00Z

0. 002

-0.00Z

0.00Z

0. 002.

0.45

0.45

0.45

0.45

0.45

0.60

0.60

0.75

0.75

0. 007-

0. 002

0. 004

O. OOg

0. 004

O. 002

O. 004

O. 85 O. 30 65 0

0.85 0.30 65 90

0.85 0.30 65 180

0.85 0.30 65 270

0.50 0.30 65 0

0. I0 0.30 65 0

0. I0 0.30 65 90

0.85 0.30 100 0

0.85 0.30 30 0

0.85 0.30 65 0

0.85 0.30 65 0

0.85 0.30 65 0

0.85 0.30 65 0

0.85 0.30 65 0

Temperatures at Location, "F AT,

°F Remarks
0 90 180 270 360 450

237 230 225 230 225 237 12

246 245 230 217 213 214 33

Z25 2.30 237 230 2-37 237 1Z

2-13 2-17 2-30 245 2-46 2-46 33

149 144 142- 144 149 149 7

-54 -55 -55 -55 -54 -54 i. 7 Lower

-54 -54 -56 -57 -58 -57 3.6 WorstCase

235 Z30 2-2-7 2-30 2-35 2-35 5 Effect of K

245 229 219 228 245 245 26 Effect of K

2-34 2-30 228 230 234 234 6

2-43 230 ?-22 2-30 2-43 2-43 2-1

237 2-30 2-26 2-30 237 2-37 11

249 2-2-9 2-16 229 Z49 249 33

240 2-30 2-2-3 2-30 2-40 240 17

Legend

a = Solar Absorptivity

e = Emissivity

K = Thermal Conductivity
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whe r e

W = transverse load

P = axial load

f = beam length

u =

For a beryllium copper boom I00 feet long, 0. 50 inch in diameter and

0.003-inch thick, a tip weight of i0 pounds, and R equal to i0,000 miles,

the maximum tip deflection is 0. 654 inch for O = 19 degrees.

Moments at center of gravity = I (Refer to Figure 4-12. )

2

RE d 2 d 2

-6 m i g _ 0 = 2 m i

2

R E

"@+3g R3 @ = 0

C02cg = 3 g REZ/R 3

Also by equating the centrifugal force on the spacecraft to the gravity force,

Z

2 RE

_0eart h = g R 3

or

Z I 2

_0eart h = -S_cg.

Deflections Due to Temperature Gradients

Using the equation

d ATe

x - ATe fn cos y--_
(Reference 4-i)
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to solve for boom deflections, curves of boom tip deflection versus tempera-

ture gradient for two configurations are presented in Figure 4-13. Figure

4-14 is a plot of the boom profile for various temperature gradients.

Gravity-Gradient Boom Structural Studies

Considerable time has been spent attempting to derive the boom

allowable bending moment and torque equations presented in Reference 4-4.

Allowable Bendin G Moment Equation

A s sumption s:

I) The boom can be treated as a long cylinder and its allowable

strength can be expressed ir the form Fallow. = CEt/r where
C is dependent on the cylinder r/t ratio (Reference 4-5).

z) The boom overlap factor has no effect on the allowable bending
moment.

Fallow.

f - F B
actual

Fallow. = f F B

2 CEt

d

8 M d F B

d 32_r t

0. 131 CEdt 2

M (FT-LB) = FB (4-I)

Agreement between Equation 4-1 and the allowable presented in Reference
4-1 is possible if C = 0.321/1 - v Z.

Allowable Torque Equation

As sumptions :

1) Fallow. is derived in Reference 4-5, page 504, for the buckling
of a closed cylindrical shell subjected to torsion.

2) A 50 percent overlap factor has been used to determine factual"
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Fallow.

f
actual

Fallow. = f F B

3j23 42 (I 22)3/4

3MF B

Z
1.5 Trdt

M (FT-LB) = 0.087 Et 3

F B (I - 22)3/4

Equation 4-2 is in agreement with Reference 4-4; however,

that assumption i) is valid for the analysis of an open tube.

(4-2)

it is not apparent

STRUC TURAL DYNAMICS

The primary structural dynamics effort during this reporting period

has been in the evaluation of boom tip displacements during orbital maneu-

vers. The most significant maneuver from this standpoint is change of

eccentricity. Control system force amplitudes of l to 5 pounds are being

considered.

The equations of motion which describe the boom displacement

during an indefinitely long pulse train having an arbitrary pulse amplitude,

pulse width,and pulse separation time have been solved. The derivation is

based on the following approximations:

i) The spacecraft was represented by a single boom 200 feet

long, having 10-pound tip masses and a 760-pound central

mass.

2) Boom bending deflections resulting from axial loads were not
included.

3) Boom bending deflections resulting from torsional loads were
not included.

Bending modes were obtained for this spacecraft model by the

Myklestad method and provided generalized coordinate data for the response
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analysis. The pulse train was represented by a Fourier series. The boom
tip displacement is given by:

F_i k
qi(t) - _-- (1 - cos coi t)

M.co.
1 1

+ 2 _" 1 in 2_rn k_
M.co. _ n2_2; os n _cot

11 n=l

(4-3)

nTr 1 --? _2 (sin n_ cot - n_ sin cot)

where

qi(t) = boom tip displacement in the ith mode, inches

F = force amplitude, pounds

M.

1

modal displacement at the point of application of F in the
ith mode

generalized mass in the ith mode, ib-secZ/in

co. = natural frequency in the ith mode, rad/sec
I

k = ratio of pulse width to pulse separation time,

= ratio of pulse frequency to first natural frequency

The magnitude of the mode participation factor ¢_i is small for all modes
2

M. co.
I i

above the first (the second natural frequency is ten times greater than the

first). The total response is therefore approximated as that which occurs in
the fir st mode.
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It is believed that the minimum tip deflection for a pulse fixed ampli-
tude and width is obtained by pulsing at the half period of the fundamental
mode. _:=This conclusion is based on a parameter study and is not readily
demonstrated by differentiating Equation 4-3 with respect to the pulse period.
The tip displacement waveform for this type of input is a train of half-sine
waves separated by half periods in which the boom is at rest. Thus the
response amplitude is identical to that obtained for a single pulse of the same
shape. The tip displacement for a single pulse is given by:

qo

q(t) = qo cos _'It +--_0. sin _.tl (4-4)
I

For the range of pulse widths treated here the initial displacement is

approximately zero, so

FqbiT

q (t) = M.co--'---_.sin oJ.tl
1 1

(4-4')

where T = pulse width, seconds.

Equation 4-4' is the basis for the graph of Figure 4-15, which shows tip dis-

placement amplitude versus the time required to complete the eccentricity

maneuver.

The tip displacement associated with a continuously applied force of

interest in the selection of control systems. From Equation 4-3 with k-- l

the response to the continuously applied pulse is

F _i
qc(t ) _ c 2 (1 - cos co.t)_ (4-5)

M.o_.
1 1

For the given impulse I and total maneuver time T the relationship between

a periodically applied force F and a continuously applied force F is
p c

F T = F T N (4-6)
c p

wher e

number of pulses

A related analysis of the response of a single degree of freedom system to

uniformly spaced pulses indcates that both half-period pulsing and third-

period pulsing will result in the same response for equal impulse per pulse.

The total maneuver time is, of course, reduced by pulsing at third-period

intervals.
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(T./2
1

Applying the periodic force at the half-period of the fundamental mode

= 235 seconds)

Fc Pi T
- sin co.t (4-7)

qp NM. co. i
1 1

The ratio of tip amplitudes is then

qc 2N 2

qp co'lT Tr

(4-8}

Bending moments at the root of the boom have been calculated for the

spacecraft model described previously. The results indicate that this will

not be an important design consideration. A tip amplitude of 40 inches, for

example, results in a maximum root bending moment of 0. 23 in -lb,

VELOCITY CONTROL SYSTEM STUDY

A digital computer simulation of the gravity-gradient vehicle was

obtained from GSFC. The computer program was modified to be compatible

with Hughes equipment. Comparison solutions were run, were checked

against similar cases run at GSFC, and optimum agreement was obtained.

The simulation is being used to determine the vehicle response to

velocity control induced disturbance torques. Constant and time-varying

torques are being studied. The purpose of the study is to establish limita-

tions on velocity control systems that do not require active stabilization.

In particular, several schemes for making orbital eccentricity changes at

medium altitude are under investigation. The first of these is changing

eccentricity by tangential thrusting, both continuously and pulsed. The

second scheme is radial thrusting. A significant portion of this study will

be completed and reported in later reports.

The simulation is also being used to determine allowable initial cap-

ture rates. Preliminary results indicate no capture problem at medium

altitude. At synchronous altitude, it is now obvious that a simple yo-yo

device is not sufficient to ensure capture. Two alternate methods are being

investigated and results of this study will also be reported in the Summary
Report.
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MECHANISMS

Boom Deployment

The DeHavilland Aircraft Company of Canada gravity-gradient boom

deployment mechanism continued to receive primary consideration. Major

problems were defined as the result of a conference on 9 December 1963 with

members of the Special Products and Applied Research Division. The follow-

ing are considered the major problems:

I) The repeatable deviation of the booms from a straight line and

the resultant tip mass displacement. To the degree this error is

repeatable and therefore predictable; it can be compensated for

in preflight adjustments.

z) The nonrepeatable deviations of the booms from a straight line

and the resultant uncompensated position error of the tip mass

is a major determinant in the selection of the particular model
to be used because this characteristic has been determined for

only a few models. Only one type of unit was recommended for

the required position predictability.

3) Development lead time for. the DeHavilland boom deployment

mechanism is such that any substantial change to existing designs

will not be practical for this project. This development lead

time must include a sufficiently extensive investigation of proto-

type units to establish the required extended tip position

predictability.

4) Development lead time precludes entirely new approaches to the

boom deployment mechanism for the same reasons indicated in

the preceding paragraph.

5) The design of the DeHavilland boom deployment units does not

appear to provide sufficiently for mechanical friction problems

of all rubbing surfaces in high vacuum. The units exhibited are

reliable only for a single operation in high vacuum for a limited

time if there were no substantial temperature reduction of the

unit while in the vacuum prior to operation. These units would

be considered unsuitable for any repeated operation such as

A weight evaluation of several methods for changing the boom angle

has been made of three designs shown in Figure 4-16. The cable design
weighed 3-1/4 pounds; the straight mkage system weighed 3 pounds; and the

strew and linkage sy_t_,-o ....... ,_,i by Goddard Space Flight Center ,::as the

lightest at less than 2 pounds. This low weight was achieved by using aspe-

cial anodized aluminum screw and glass filled teflon nut developed for the
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Surveyor spacecraft project. Figure 4-17 illustrates this design. The screw
is hollow with a 0. 037-inch wall and is made of 7075-T6 anodized aluminum.
The root thickness of the acme shaped thread was reduced so that the shear
strength of the aluminum matched the bearing strength of the 25 percent
glass-filled teflon nut. Thus, the screw weight was reduced 30 percent
while the load carrying capacity of the screw and nut combination remained
the same. This nut and screw has been extensively high vacuum tested by
Hughes.

Boom De sign

The comparison standard for boom design has been the extendible

tube formed from preformed metal strip. A better boom must be as stiff,

light, and as thermally stable as this standard, and improve on its major

problem, straightness. Booms which are "made on board," that is extruded,

zipped, or welded together booms, have been excluded since they are not

likely to improve on the standard's straightness.

A clear plastic, thin-walled tube was considered. Wall transparency

would reduce thermal effects. The tube could be checked for straightness

on earth, then stowed, rolled up, and expanded into space with a gas. Ultra-

violet light or the gas itself would then harden the plastic into a permanent

tube. Unfortunately, plastic material to meet the requirements has not been
located to date.

The one other way gravity-gradient stabilization can take place is by

attaching the mass to the satellite with a thin wire. An 0.004-inch wire 3000

feet long only weighs 0. 1 pound. The unbalanced accelerations experienced

by a mass this far out of stable orbit create forces many times those expe-

rienced by a weight only I00 feet from the satellite. This force is able to

create a restoring torque considerably larger than the i00 foot boom concept,

even though the moment arm is only the satellite radius (29 inches). Although

this sytem would damp out oscillations in all three axes, it would have no

preferred orientation on the yaw axis. A short boom could be used to provide

fixed east-west orientation. A deeper study of this concept will be made,

particularly for use at synchronous altitude.

Gravity-Gradient and Libration Damper Booms

Although several companies are working in the area of extendible

structures for space vehicles, a review of the literature shows that most of

the fundamental development work has been done by the DeHavilland Aircraft
Company, in conjunction with the National Research Council of Canada.

The acronym, STEM (Storable Tubular Extendible Member), is used

by the DeHavilland Company to identify their family of extendible devices. It

is from these basic units that such mechanisms as General Dynamics Verti-

star and Bell Telephone Laboratories PGAC appear to have been derived.
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There are three basic STEM concepts. All employ metal tape pre-
formed into a tubular section, but the method of stowage and release depends
on the specific application.

The simplest type releases one end of the axially-compressed tape
to seek its helically-coiled free form. This so-called "jack-in-the-box"
arrangement may be used for relatively short antennas, but it is not suitable
for long booms.

The two STEM variants that are capable of controlled extension with

both tip weights employ tape stowage spools.

For applications requiring extension and subsequent retraction of tip

weights the tape spool may be motor driven and retained on the parent vehicle.

The DeHavilland A-16 unit used on the Traac Satellite is a typical example of

this type. An alternative arrangement with the motor attached to the extend-

ing end of the boom to form the tip weight appears feasible, but no units of

this type are known to be in development. Formidable difficulties might be

anticipated in supplying power to the motor from the vehicle, and tip-mounted

batteries would be subject to undesirable temperature extremes.

For applications requiring only the controlled extension of boom and

tip weight the self-driving free-spool version offers minimum weight, vol-

ume, and complexity. Rate of boom extension can be readily controlled by

means of a governor housed in the spool. The governor may be driven con-

veniently by a trailing arm and follower arranged to track on the extending

boom. The General Dynamics Vertistat employs this principle and it is

understood that excellent reliability has been achieved.

In the absence of a requirement to retract the booms a free-spool

design appears to be the logical choice for both the SAGGE and MAGGE

de sign s.

On the basis of the foregoing, a first cut free-spool device was sized

for the SAGGE X-booms. Since the tip weights for the SAGGE libration

damper booms are within 10 percent of the X-boom weights similar boom

and spool assemblies were considered suitable for the damper.

Preliminary design layouts were prepared to investigate the merits

of various boom attachment locations. This work led to a tentative arrange-

ment with the libration damper and two X-boom assemblies installed aft,

with the booms positioned so as to extend clear of the edge of the solar cell

panels. The damper and X-boom assemblies were positioned to obtai_

dynamic balance about the spin axis. Two X-boom assemblies were located

near the center of gravity station, with provision for the booms to extend

through open areas of the solar cell panels.
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Since the preceding arrangement results in a rather marginal ratio
of roll-to-pitch inertias, further design work was directed toward possible
methods of improving this condition.

A satisfactory ratio of inertias can be obtained by extending three o_
more masses radially from the spin axis on or near the center of gravity
station after shroud separation. Inasmuch as it is undesirable to add ballast
weights for this purpose a design layout was prepared to illustrate the feasi-
bility of extending the four X-boom spool assemblies. Such a configuration
provides an adequate ratio of inertias with the X-boom spools relocated on
the 57-inch radius. The X-booms are subsequently deployed from the
relocated attachment locations.

An intensive investigation is under way to relocate components on the
spacecraft to achieve an acceptable roll-to-pitch ratio without the complexity
of extendible stabilizer booms.

INSTRUMENTATION PACKAGE

Television Subsystem

The camera field of view is 50 degrees in the plane of the spacecraft

longitudinal axis and 64 degrees in the lateral plane. Based on this view

angle and a camera resolution of 450 lines at the edge of the picture, the

gravity-gradient boom targets must be approximately 3 inches in diameter

to occupy one resolution element at 100 feet. Since the background light

level can be bright when the boom targets are in front of the earth or black

when space is the background, it is necessary to provide a black and white

target with black and white elements each providing a 3-inch diameter area

for the camera; therefore, the targets will be 6 inches in diameter with

alternating black and white quadrants. Another consideration in determining

target size is that the I/2-inch booms may hide the target, e.g., if the

camera field intersects the booms I0 feet out from the spacecraft, the I/2-

inch diameter boom would hide a target 5 inches in diameter at the end of

the 100-foot booms when boom bending occurs in the plane of the boom and

camera lens.

Center picture resolution of 500 lines will provide definition of earth

land masses of 22 n. mi. at the subsatellite point and 32 n. mi. at 60 geocen-

_ _=grees _---- _- .... I-.... "-"- u_ uuuu mi. orbit. Spacecraft...... ±J. ui*i _il= _LiU_lliL_ point for "' n.

attitude in pitch and roll can be resolved to 4-0. Z degree relative to the

camera axis. Yaw attitude information can be determined to within 4-I degree

for identifiable land mass separation of 1800 n. mi. and to +0. 3 degree for

land rnass separation of 6000 miles.

Gravity-gradient boom surveillance during the inversion maneuver

is desirable for determining boom behavior during thrusting. Since the
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television video is wideband, information transmitted to the ground stations
over the communications (4 kmc) frequencies and the TV data is not recorded
on-board. Boom surveillance is limited to real-time antenna coverage of
the earth or 40 degrees and 18 degrees maximum at the beginning and end of
the inversion maneuver for the 6000 n. mi. and synchronous orbits. Further
study will relate the ground station locations to the orbits to determine the
best time and longitude for the inversion.

Infrared Earth Sensor

Figure 4-18 is an exploded view of the earth sensor presently being

developed by STL under contract to NASA. The infrared lens diameter is 3

inches and the sun sensor aperture is about i/2 inch.

\\ _ J b/

/ \ \ ,.  ,LTERMOUNT
/_ [,f'-_ \ I _. |_ 4. SUN SENSOR HOUSING

._r_ _I(( _ _../_ 5. SUNSENSORLENS
I_ ,,,_ I _\ _ - _ 6. MASK
I V i _ _..__.Td 7. CELL

-- I -I "%_. /"'1"_'_ _ 8. HOUSING
_-_ ('_ / - _/ "_ .[/"- _ 9. LENS MOUNTING CLAMP

b'. - " I0. LENS

_ \ _. 'm, "-," p m x / i F_"-,t I "_ _1 12 THERMOSTAT

X _ %',._; i, _,_ 13 CAVITY
_I_'-,_X_ ''_ %_J_"_i r ''/ _ I "_ ,_ I 14. CAVITY HEATER

'_">._ _\_. I _ I - ' - _1 I 15, DETECTOR ARRAY

" -- ._, / _ "J_-" I'_' _,. _" I 16. CAVITY ADJUSTMENT SCREW
"-V, _) " i J'_'_ 17. ELECTRONICS

_--_'_'_ _"_: I 18.ELECTRONICS MOUNTING

• . " (_ df'"_J PLATE

Figure 4-18. Reliable Earth Sensor
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5. SPACECRAFT SYSTEMS DESIGN

GENERAL STATUS REPORT

During this reporting period most of the decisions have been made
which define the make-up of each satellite for a five satellite program.
Table 5-1 lists the payloads for each vehicle launched. The Reaction Con-
trol System parametric study has been completed and has resulted in the
following GSFC approved systems for each vehicle.

Synchronous Altitude Spin Stabilized Vehicles

i) Two independent 5-pound thrust (pulsed) hydrogen peroxide

lateral jets.

Two independent 5-pound thrust (pulsed and continuous) hydrogen

peroxide gimbaled axial jets.

Synchronous Altitude Gravity-Gradient Stabilized Vehicles

Three 10-5-pound thrust (continuous) valveless subliming solid

jets for inversion and east-west stationkeeping.

Z) One 5-pound thrust (pulsed) hydrogen peroxide lateral jet.

3) One 5-pound thrust (pulsed and continuous) hydrogen peroxide

axial jet.

Medium Altitude Gravity-Gradient Stabilized Vehicle

I) Two independent 10-5-pound thrust valveless subliming solid

jets for spacecraft inversion.

Two independent hydrogen peroxide fixed jets (between 5 and l

pound thrust) for effecting an eccentricity change of 0.0Z. The

system must be capable of providing disturbance pulses at

various eccentricities.
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Detailed spacecraft subsystem deslgn has continued. The power

profiles accompanying the various spacecraft configurations have provided

a better definition of the power requirements and therefore the solar cell

area required for each vehicle. Thermal studies have resulted in proposal

of a well insulated spacecraft to avoid extreme temperature swings of the

payloads. Structure detailing is moving forward based on the payloads to

be carried and the reaction control system choices made. Mass properties

of the various combinations are being defined and package placement pre-

dicted upon retaining desirable roll-to-pitch ratios.

Transponder Status Discussion

Effort during this period has been directed towards measuring the

intermodulation distortion of the transponder and to design improvements

to certain minor control items considered to contribute significantly to
inte rmodulation distortion.

Test Performance Summary and Test Data

Intermodulation distortion tests were performed on the frequency

translation transponder and the results compared to the figures obtained

when a 611Z mc to 41Z0 mc mixer was inserted in place of the transponder.
The results are listed in Table 5-2.

TABLE 5-2. INTERMODULATION DISTORTION TEST RESULTS

Notch

Center

Frequency, kc

105

534

100Z

2438

3886

Noise Power Ratio, db

With Transponder

35

37

36

32

Z8

Without Transponder

34. 5

38

40

37

31

was measured and the results are as follows.

Notch center frequency

NPR with internally generated beacon

NPR with beacon disabled at lirniter ampere

NPR with externally generated beacon of 0.75 milliwatt

100Z kc

Z4 db

37.5 db

37.5 db
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The degradation was found to originate at the master oscillator
chassis. This unit has been shown previously to have internal feedback
from beacon output to the 64 mc output driving the X32. The problem has
been previously resolved to faulty internal finger stock contact.

The effect of the transponder TWT (41Z0 mc) on intermodulation
was measured. The results listed in Table 5-3 indicate that the TWT has
little effect at this noise power ratio.

TABLE 5-3.

Notch
Center

Frequency, kc

I05

534

i002
Z438

3886

EFFECT OF TRANSPONDER TWT
ON INTERMODULATION

Noise Power Ratio, db

TWT In TWT Out

34
36

35

30

Z7

34

36

35

30

Z7

Circuit and Product Design Discussions for Items Under Revision

T Junction. The T-Junction design has been completed. The

prototype has been finished and RF tested. Parts for three breadboard

assemblies are 85 percent complete.

Input Mixer. Tooling has been completed for the stamped sheet

metal ground plane mixers. Parts fabrication and plating is about 50

percent complete.

6 K MC Isolator. The first isolator has been delivered. Its

characteristics are shown in Table 5-4.

Multiple Access Master Oscillator Amplifier.

found to generate spurious sidebands near the carrier.

currently being made to determine the cause.

One unit has been

An investigation is

Multiple Access Doubler Amplifier. The class A operated unit has

been completed and will be used in system tests in the near future.
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TABLE 5-4. ISOLATOR 475119 CHARACTERISTICS

Weight 0. 6 ounces

Frequency,
mc

5.9

6.0

6.1

6.2

6.3

6.4

6.5

Voltage Standing
Wave Ratio

In

1.20

Out

1.34

Insertion

Loss, db

1.15

1.14

1.13

1.13

1.17

1.25

1.08

1.06

1.06

I. i0

1.18

1.28

0.25

0.20

O. ZO

0.20

0.20

0.20

0.25

Isolation,

db

18

23

23

25

22

16

13

Multiple Access Master Oscillator. The circuit of the multiple

access master oscillator has been changed to reduce the amount of noise

which appears in the output. The original circuit (Figure 5-I) had the

transistor in a common emitter configuration. Figure 5-Z shows the noise

present on the output of the X3 multiplier, which is a frequency multiplica-

tion of 19Z times the master oscillator. The amplitude of the noise falls off

approximately inversely with frequency. The peak noise amplitude is about

36 db below the signal level. This circuit was changed to a common base

type (Figure 5-1b). Figure 5-Zb shows the same X3 output with the new

master oscillator. The gain setting of the spectrum analyzer is the same

as in Figure 5-Za. The peak noise is now about 56 db below the signal.

Figure 5-2c shows this same noise with more amplification in the spectrum

analyzer.

X3Z Multiplier. Three new units have been completed and are being
tested to evaluate the effort to increase bandwidth and stability. Source

impedance for the first doubler has been tentitively changed to 50 ohms so

that the unit may be initially tuned and tested over the required range of

input frequency, power, and temperature, using a variable frequency source
= ..... ._ _ _I. _ .-I_,,I-,1 ..... 1-_-_-_ _l_t nnrmallv drives it. Second and third

doubler required only small changes in the strip lines.

Variable capacitors have been removed from fourth doubler as

instability and difficulty of tuning seemed to be associated with these com-
..... +o w,,_ o _ r .... _ _,_ fifth drmblers is now accomplished by proper

selection of input loops and bias voltage. A series variable capacitor has

been incorporated in the output coupling circuit of the fifth doubler.
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a) Old master oscillator b} New master oscillator

c} Spectrum analyzer amplified

Figure 5-2. X3 Multiplier Output
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Results of tests to date indicate an improvement in bandwidth,
stability and ease of tuning.

Frequency Translation Master Oscillator.
been modified to include a new oscillator circuit.

the crystal has been found to be a problem.

A breadboard unit has

Frequency tolerance on

Frequency Translation High Level Mixer. The shortened mechan-

ically improved mixers are 99 percent complete.

Receiver Multiplexer. The unit has passed the preliminary specifi-

cations tests. In addition tests were performed on adjacent channel cross-

talk (Table 5-5), adjacent channel local oscillator coupling test (Table 5-6),

and 4 kmc response test. A 4 kmc signal was fed to the receiver multiplier

and no output was detected at the four channel outputs.

TABLE 5-5. MUTUAL CROSSTALK BETWEEN ADJACENT CHANNELS

Channel

Numb e r Frequency

f -12.5
o

f
o

f +iZ.5
o

f -12.5
o

f
o

f +12.5
o

f -12.5
o

f
o

f +lZ.5
o

f -12.5
o

f
o

f +12.5
o

Frequency

into Proper

Channel

Through

Antenna

Terminal

6006.8

6019.3

6031.8

6095.8

6108.3

6120.8

6199.6

6212.1

6224.6

Output
at Lower

Adjacent

Channel,

db

-40

< -50

< -50

38

41

44

6288.5

6301.0

6313.5

35

39

42

Output

at Upper

Adjacent

Channel,

db

-45. 5

-4Z

-38

< -50

< -50

< -50

< -50

< -50

< -50
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Transmitter Multiplexer. The unit has passed the preliminary

specifications tests. In addition tests were performed on adjacent channel

crosstalk (Table 5-7) and 6 kmc response as seen in Table 5-8. The unit

was also subjected to high power (Z. 25 watts) operation in a high vacuum

(2 x 10-6mmHg). No change was observed in insertion loss with changing

pressure.

TABLE 5-7. MUTUAL CROSSTALK BETWEEN ADJACENT CHANNELS

Channel

Number

3

4

Frequency

into Proper
Channel

f -iZ. 5 (3979. 5)
o

f (399Z. 0)
o

f +IZ. 5 (4004. 5)
o

f -1Z. 5 (4038. 5)
o

f (4051. O)
o

f +12. 5 (4063. 5)
o

f -12. 5 (4107. 5)
o

f (4120. O)
o

f +12. 5 (413Z. 5)
O

f -12. 5 (4166. 5)
o

f (4179. O)
o

f +12. 5 (4191. 5)
o

Output at
Lower

Adjacent

Channel

Input, db

m

< -40

< -40

< -40

Output at

Upper

Adjacent
Channel

Input, db

< -40

< -40

< -40

< -40

< -40

< -40

< -40

< -40

< -40

< -40

< -40

< -40

Beacon

Output

From

Lower

Adjacent

Channel, db

(4006.9)

< -40

(4066. z)

< -40

< -40

< -40

< -40

(4135. 3)

< -40

Transmitter-Receiver Multiplexer Temperature Tests. Insertion

loss measurements versus temperature at the highest and lowest channel

frequencies including the beacon transmit frequency were made on the

multiplexers. Figure 5-3 shows the results for transmit and receive

channel one.
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TABLE 5-8. TRANSMITTER MULTIPLEXER, 6 KMC RESPONSE

CHANNEL 4 _',_"

Frequency of Relative

Maximum, mc

Magnitude of Relative Maximum

Output Referenced to Input, db

651Z -4Z

6481 -4Z

6469 -Z9

646Z -38

644Z -Z8

64Z7 -30

641Z -14

640Z -15

6395 -8

6374 -Z0

6364 -9

6350 -14

6346 -IZ

633Z -19

63Z8 -33

6311 -3Z

6308 -40

6306 -38

6Z71 -40

6Z58 -33

619Z -40

No detectable response below this frequency.

Measured from channel 4 input terminal to antenna output terminal, all

relative maximum responses were recorded.
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Multiple Access Regulator. Satisfactory performance has been

obtained on one breadboard regulator at 75°F and -Z6 volts input. The

-Z4 volt output changed 0. IZ5 percent from no load to full load (150 milli-

amperes). At 75°F and full load, the -Z4 volt output changed 0. 0Z9 percent

from high line input to low line (-30 ±4 volts). The output changed 0. Z0
percent from 0°F to 150°F, at full load and low line. The total deviation

in-Z4 volt output was0.41 percent for 0 __ Io __ 150 milliamperes,

-34 __Vin < -P-6 volts, and 0 ° _ T __ 150°F. The above results represent

the static load, line, and temperature regulation. Rated load was applied

and removed as a step function, and the transient response was observed.

Excursions of Z50 mill±volts in output voltage were observed, returning to

steady-state with a well damped response. From no load to full load, the

damping time was on the order of 150 Msec for 0 ° < T < 150°F. From full

load to no load, the damping time was approximately 1.4 msec. The load

transient response was relatively independent of input voltage for
Vin = -30 +4 volts. The maximum PARD measurement was 14 mill±volts

peak-to-peak, over the entire line, load, and temperature ranges considered.

The overcurrent trip level was somewhat sensitive to input voltage. A

change in input from -28 to -34 volts increased the overcurrent limit by

40 percent of rated current. Figures 5-4 through 5-6 show the results of
the tests.

APQ Regulator. Satisfactory performance has been obtained on one

breadboard regulator at 75°F and -Z6 volts input. The -Z4 volt output

changed 0. b8 percent from no load to full load {I. Z5 amperes). At 75°F

and full load, the -Z4 volt output changed 0. 16 percent from high line input

to low line (-30 ±4 volts). The output changed 0. 54 percent from 0°F to

150°F, at full load and low line. The total deviation in -24 volt output was

I.Z4 percent for 0 - Io ---l. Z5 amperes, -34 __Vin -_-Z6 volts, and

0 ° -_ T -_ 150°F. The above results represent the static load, line, and

temperature regulation. Rated load was applied and removed as a step

function, and the transient response was observed. One volt excursions in

output voltage were observed, returning to steady-state with a well damped

response. From no load to full load, the damping time was on the order of

300 _sec for 75°F < T < 150°F, increasing to 500 _ sec at 0°F. From full

load to no load, the damping time was approximately 6 _ sec. The load

transient response was relatively independent of input voltage for

Vin = -30 ±4 volts. The maximum PARD measurement was 13 mill±volts

peak-to-peak, over the entire line, load, and temperature ranges considered.

The overcurrent trip level was somewhat sensitive to input voltage. A

change in input from -26 to -34 volts increased the overcurrent limit by

40 percent of rated current. Figures 5-7 and 5-8 show the results of
these tests.
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Traveling-Wave Tube Power Amplifier

General Status Discussion

During this period, the major effort was directed toward the design

and construction of experimental vehicles for the proposed study plan, but

the regular monitoring of the twelve life test tubes continued. The irregu-

larities observed last period in the performance of tube No. 384H-40 when it

was operated with the dc to dc converter was completely investigated.

To initiate the experimental phase of the proposed study plan, several

experimental devices were constructed and others have been planned. Many

of the vehicles are currently in test and some of the results are being evalu-

ated. In relation to the study plan, these test vehicles will be used as indi-

cated in Table 5-9.

TABLE 5-9. STATUS OF CURRENT TRAVELING-WAVE

TUBE EXPERIMENTS

General Area

of Investigation

Reduction of beam

voltage sensitivity

Periodic variations

in helix current

Performance deg-

radation after

packaging

Specific Study

Reduction of cold

circuit loss

Reduction of

dielectric

loading

Horn match

Reduce barrel to

helix ratio

Charging of
ceramic helix

support rods

Window radiation

Test Vehicle

384H with copper-

plated helix

384H with special

support rods

Cold test fixture

Special tube

Special 384H

Different output
window

Status of

Vehicle

In test

Will be con-

structed next

month

In te st

Designed

In test

Design is

being studied

Last period the company held a partial discussion of the irregularity

in traveling-wave tube performance while operating with the dc to dc con-

verter. This irregularity is shown in Figure 5-9. The curve labeled normal

operation is the characteristic obtained when the traveling-wave tube is

operated with a laboratory power supply. The other curve illustrates
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the discontinuity obtained when using the converter. However, as shown
for drive levels from 0. 2 to 0.8 milliwatt, no apparent difference was
observed. This irregularity was caused by a change in converter helix
cathode voltage (Figure 5-I0), as the input drive to the traveling-wave tube
was varied. Figure 5-I0 illustrates this characteristic of the converter.
Figures 5-II and 5-12 show the variation of anode and collector voltage as
the drive is changed. These variations in converter output voltages are
probably caused by the variation in helix and collector current with drive.
This is shown in Figure 5-13 which was obtained with the laboratory power
supply. Several other 384H tubes have been examined to obtain a helix cur-
rent versus drive characteristic and it appears that the general shape of
Figure 5-13 is typical. Since the helix to cathode potential is the most
critical of the traveling-wave tube voltages, the converter variation of this
voltage is the major cause of the irregularity shown in Figure 5-9 and the
other voltage variation probably adds a secondary effect.

Life Improvement Program

The life test tubes are performing normally and no degradation of

performance has been observed. Life test data of these tubes in accordance

with the test plan is being continually submitted to GSFC.

Telemetry and Command

Telemetry Format

A preliminary investigation of the number of telemetry channels

required for various configurations of the Advanced Syncom spacecraft has

been completed. This study does not include the requirements of the radia-

tion package. The following preliminary parameters were used in deter-

mining telemetry channel requirements:

l) A long telemetry channel consists of eight consecutive channels.

2) Binary data is encoded at 4 bits per channel.

Package

Configuration I -- Spin Stabilized
C ....... 1"4-.

Power supply (6 plus 2 long) 22

Spacecraft identification 1

Temperature 7

Command subsystem 8

Transponder ! I

Telemetry 6 45

Telemetry

Channels Sub-

Required total Totals
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Package

PACE

Transponder (long channel)

_z
H2Oz

Meteorological

Engineering experiment

Configuration 2 - 6000 Gravity-
Gradient

Spacecraft:

Power supply

Spac ec raft identific ation

Temperature
Comma nd

Transponder

Telemetry

RCS

H202

Subliming solid

Meteorological
Nuclear arms (estimated)

Engineering experiment

Gravity-gradient

Configuration 3 -- Spin Stabilized

(Mechanical Antenna)

Spacecraft:

Power supply (6 plus 2 long)

Spac ec raft identification

Temperature
Command

Transponder

Telem_etry

Transponder (1 long)

42

H202

Telemetry
Channels Sub-

Required total

3

8

3

4

6
1

7

8

2

6

4

4

22

1

7

8
1

6

6

3

4

18

28

2O

3O

8

28

10

20

25

45

i3

Totals

iii

121
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Package

Mechanical antenna

Department of Defense
Communications Satellite

Corporation

Configuration 4 - SAGGE

Spacecraft:

Powe r supply

Spacec raft identification

Temperature

Command subsystem

Transponder

Telemetry

RCS:

H202

Subliming solid

Meteorological

Gravity-gradient

Configuration 5 - SAGGE

Spacecraft:

Power supply

Spacecraft identification

Temperature

Command subsystem

Transponder

Telemetry

RCS:

HzOz

Subliming solid

R1_ propagation
Nuclear arms control

Gravity-gradient

Telemetry

Channe Is

Required

6

l

7

8

2

6

4

4

6

i

7

8

2

6

4

4

Sub-

total Totals

3

i0

10

81

3O

8

28

25

71

3O

8

10 (estimate)

10 (estimate)
25

83
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Telemetry Encoder Status

Telemetry Encoder Circuit Design. During December the final

design review for the telemetry encoder was held with NASA-GSFC personnel

participating. The design review minutes are included as an appendix to this

section.

Fabrication and checkout of the breadboard encoder was completed

during December. Figure 5-14 shows the breadboard being tested, and Fig-

ure 5-15 is a closeup of the encoder breadboard. Since metal film resistors

were not available for breadboard fabrication, carbon film resistors were

used instead. Therefore, it will not be possible to evaluate encoder accuracy

over the operating temperature range; however, the encoder will be tested

for qualitative operation over a temperature range. The flip-flop circuits

will be subjected to valid noise tests since these circuits use no precision

components and have been fabricated with the components specified. Encoder

accuracy over temperature will be evaluated for the welded engineering
model.

Two changes have been made to the encoder circuits since the design
review. In the data level limiter circuit, the zero-clamp reference level is

now obtained from a resistor divider between ground and +7 volts, instead

of ground as before. This was necessary to provide for initial mismatch

between diode and base-emitter forward voltages. The coupling between the

first and second stages of the execute tone modulator has been changed to ac

coupling. This was necessary to improve the symmetry of the square-wave

signal applied to the filter, thereby improving the amplitude stability of the

transponded execute tone. Neither of these changes will appear in the engi-

neering model. However, the encoder breadboard will be updated and the

changes fully evaluated.

Telemetry Encoder Circuit Design Review. The telemetry enconder

subsystem and circuit design was reviewed on 29 December with NASA-

GSFC repre sentative s participating.

Product Design of Telemetry Encoder Engineering Model (Welded

Modules_ During this period, 15 of the 16 welded module types were pre-

released. It now appears that the encoder will require two etched circuit

boards rather than l 3/4 as earlier estimated. Design has been initiated on

the two etched boards.

Fabrication of Welded Module Encoder. All purchase requisitions

have been written, and fabrication of the encoder has begun. Of the 28 total

modules required, 24 component holders were fabricated and 5 modules

welded and delivered to checkout during December. Three modules of one

type have been tested (Flip-Flop and in_e_-stage _,_L_o_. _T_.,ve_ ......._ ,_,_

found in any of the three.
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Command Format

The command system for Advanced Syncom will be an NRZ FSK
system similar to the OGO command system. The system will operate on
an RF frequency of 148. Z60 mc and will use modulation frequencies of 7400
and 8600 cps for tones of zeros and ones, respectively, and 36Z0 cps for
the execute tone. Real time execute will be incorporated in the system.
The system will be implemented so if a zeros tone is received continuously
the execute channel will be held inoperative. The command register will
be implemented so that any accumulation of bits will be cleared every 315
minutes by the local quadrant central timer. In addition, if a correct com-
mand is received during the zeros tone transmission normally applied, the
decoder will ignore it, that is, not turn off. The decoder will turn off if
the zeros tone transmission is interrupted for at least I0 milliseconds then
followed by a 150 millisecond zeros or ones tone transmission. The format
for the Advanced Syncom commands consists of three major subdivisions:
I) Word Sync, 2) Address, and 3) Command. An 8-bit system will be used
in both the address and the command. The message format is described in
the following paragraphs:

I) Word Sync. The Word Sync is used to define the start time for

command which follows. Word Sync will be a series of zeros

followed by a one and a zero.

2) Address. The second 8 bits of the command message will

address a spacecraft and the command system in a particular

quadrant. The format is defined as follows:

171 l J413J2ii01
MSB LSB

where

a) Bit Nos 2, 3, 4, and 5, 6, 7 define two octal numbers

which are the spacecraft numbers.

b) Bit Nos 0 and I are the quadrant numbers.

Using this format allows the capability of addressing a maximum

of 256 quadrants.

J; Command. The second group of eight bits defines the command
•_ _ _rform_A T_p command word is as follows:

a) Bits 0, l, Z, and 3, 4, 5 define two octal numbers which

represent the command.
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b) Bits 6 and 7 address one of the four matrices within a

decoder.

17 61 14131211101
/___a__x /___x__,
MSB LSB

4_ Format. A sample command/address in modified octal form

would be

022-640

In digital form this would be

00001010-ii010000

The command would be interpreted to mean:

a) It is addressed to spacecraft 2, quadrant 3.

b) It is command 64 and will use matrix one in the command

decoder located in quadrant 3.

Command Decoder Status

Breadboard Status. The command decoder breadboard has been

brought up to date. The final circuits have been evaluated as integral parts

of the breadboard and they work in a satisfactory manner. The equipment

which will be used to complete the evaluation of the decoder is in the process

of being completed.

Command Decoder Output Interface. A minor change in the output

configuration of the diode matrix is being considered which should eliminate

parts and increase the efficiency of the matrix with regard to output current
available.

Structure

Structure Engineering Design and Arrangement

of Basic Equipment Complement

The T-2 model structure has been investigated to determine its

capability to serve as a general purpose vehicle. It has more than adequate

space and flexibility to accommodate the required payload complement.
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Structural Modifications

Integration of payloads to the vehicle has required few noteworthy
structural changes. Revised reaction control system tanks allowed the ribs
to be relocated symmetrically. The thrust tube may be reworked to move
the apogee motor aft to improve the roll-to-pitch ratio. Improved quadrant
package mounts are being designed to accommodate the experimental pay-
loads. Cutouts will be provided in the thrust tube for boom mechanisms
where required.

Basic Equipment Reaction Control Subsystem

Three similar tankage arrangements are used for the reaction con-

trol subsystem depending on the mission. Several tank configurations were

studied and spherical tanks were chosen for the following reasons:

I) The variety and quantities of propellant do not lend themselves

to packaging in efficiently shaped toroidal tanks.

z) The tank walls are sized by manufacturing limitations rather

than pressure and the additional surface area of the torus con-

figuration constitutes a weight penalty.

3) The vehicle is not as space limited as anticipated and the tank

requirements are smaller than T-Z; therefore the increased

volume afforded by toroidal tanks is not required.

4) Repackaging of some units such as the Hughes Transponder would

be necessary if toroidal tanks were employed.

5) Installation of the gravity-gradient boom mechanisms with

toroidal tanks is difficult.

Electronics

Some of the rib-mounted units have been rearranged to provide

clearance for the cold gas spinup tanks and the gravity-gradient cameras.

The quadrant electronics package has remained unchanged.

Antenna

The phased array antenna package from T-Z has remained unchanged

except that multiplexers have been removed as no longer needed. This

space under the cruciform has been reserved for the apogee motor if it is

moved aft to improve the roll-to-pitch ratio. Alternate antenna packages
have not been studied as little information is available at the present time.
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Solar Panels

T-Z model solar panels and mountings are adequate for the spin-

stabilized version. The high temperatures, additional cutouts, and boom

shadowing effects on the gravity-gradient configurations have necessitated

investigation of increased solar panel area for these vehicles. Two extend-

ible solar panel configurations under investigation are shown in Figure 5-I 6.

They both offer approximately a 50 percent increase in solar panel area.

The concave panels have the same power as the conventional panels and some

thermal control may be utilized on the back side of both configurations to

reduce operating temperature and improve efficiency.

Power requirements have not been finalized and these configurations

are offered only to indicate possible solutions if additional power is required.

Agena Adapter

The main effort of the report period was the refinement of the non-

spinning Advanced Syncom-to-Agena adapter. The configuration is shown

in Figure 5-17, and was described in the November report.

Agena Adapter- Structural Analysis and Dynamics

The lateral deflection of the elastic axis is defined as X (Figure 5-18),

and the rotation of the cross section plane at the free end is defined as @.

The forces on the cone may be related to the deflections of the cone by the

following equations:

X = all P + alZ M

@ = a21 P + a22M

or, in matrix form = Iall alZ

a21 a22

where the a.. are influence coefficients.
U

Assuming only membrane forces in the conical shell,

diagram of an element is shown in Figure 5-19.

P (5-i)

a free body

The stresses are as follows:

N, : o (5-2)

PcosN -

Tr sin 2 c_Y

Nyc b

\

Yo 1 I M cos d_

v)2 2 g
y Tr y sin Ol COS Ol

(P_ - M) sin 6
- Z

r¢y sin _ cos c_

(5-31

(5-4}
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U,

The influence coefficients may be expressed in terms of strain energy

by Castigliano's theorem, as follows:

Pall aP

M = 0 M = 0

_ OU ] Ma22 _U] (5-5)Mal2 OR = 0 M

P : 0 P : 0

The strain energy in terms of stress, as follows:

2rr Yl

// ,[C-+ ]U = E--t _ Nycb y sin c_ d d_ d y (5-6)

o Yo

Performing the indicated operations by Equations 5-5 and 5-6, the influence

coefficients may be written as functions of R and g. Letting

Y° ( tan_/,
Z - - 1

the influence coefficients become:

1 3 [ -1"5 - Z2--2-- _l ] Gtrrsinal= + 2Z + Ln-q- +
all

Etrr sin

[1 -Z 2] (5-7)

a12 = a21 3 2-
E t R rr sin _ cot c_

sin _ 1
z [_-z]

G t _ R cos

(5-s)

i
a22 -

2ErR 2 3 2rr sin c_ cot

E = modulus of elasticity

G = modulus of rigidity

s,no i1 j
+ R 3 2 y - IGtrr cos

(5-9)
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Figure 5-18. Shell Truncated Cone

P

Figure 5-19. Unit Stresses and Applied Loads
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Using the geometric parameters shown on Drawing No. X209694 and assuming
-- 2. 5 x 106 psi, G = 0. 550 x 106 psi, and a thickness of 0. 125 _nch

-6
all = 6. 79 x 10

a12
-7

= -I. 704 x I0

a21

a22

: -I. 704 x I0

-- I. 965 x 10

-7

-8

Phased Array Antenna

Antenna Matching

Study of the problem of matching the elements in the antenna array

was continued, using the basic three quarter-wave sections. Results were

borderline regarding bandwidth, center frequency, and voltage standing wave

ratio (VSWR). Figure 5-20 shows a plot of VSWR versus frequency for one
antenna. The VSWR could not be maintained less than I. 5 over the desired

220 mc band. The alignment procedure was touchy and could not always be

repeated.

Since the first satellites will probably not use the full 4-channel band-
width, it was decided to match the antennas over a 100 rnc band from 4100

to 4200 rnc to cover the two higher channels. This was easily done using

only two quarter wave sections. The resulting VSWR versus frequency for

all 16 antennas measured in the array is shown in Figure 5-21. As with the

three sections, the higher frequency end caused the most trouble.

Using these sixteen antennas, the gain of the array relative to a stand-

ard horn was measured in the laboratory. The results of these measure-

ments is shown in Figure 5-22. The 'spin modulation was less than i db and

the gain was above 14 db from 4080 to 4190 inc.

A single phase shifter using stripline circuits identical to parts of the

array was assembled and tested. Some of the results are plotted in Figures
5-23 through 5-26. The insertion loss was less than 1 db, and the VSWR

was less than 1. 3 at all terminals with a small variation in frequency. P.arts

of this unit will now be used to check the operation of the phased array
stripline.

The new phase shifters using the low voltage field winding are under-

going final shop assembly and should be ready for installation in the array
in early January.
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A set of vertical antenna patterns for a single element of the array

were taken at different frequencies and the results plotted in Figure 5-27.

Beamwidth was satisfactory and beam tilt with frequency was negligible.

The optimum frequency seemed to be about 4080 inc. The pattern gain at
4080 mc was found to be 8. 0 db.

Phased Array Control Electronics

PACE Status

The life test of the Advanced Engineering Model (AEM) has been con-

tinued through the entire report period. The Advanced Development Model

(ADM) was life tested in the early part of the month, but the test was inter-

rupted to make some minor modifications to the unit tester and to rework the

waveform generator function board.

The purpose of the rework was to incorporate design changes into the

waveform generator which would bring it up to the latest configuration. This

required modifying eight of the existing modules (generators I and ll) and

replacing one module with a newly fabricated one (the generator auxiliary
supply).

The reworked modules were retested and then replaced on the function

board. The board was then integrated with the other portions of the PACE.

Although the ADM has not been tested with the antenna, the waveforms now

appear to be satisfactory and no problems are anticipated. The function

boards are now ready to be encapsulated.

AEM and.ADM Test Data

Life test data for the AEM and ADM are given in Tables 5-I0 and 5-I1.

The life test plan follows:

This test plan covers the life testing of the PACE portion of both the

Advanced Engineering Model (AEM) and the Advanced Development Model
(ADM). The PACE will be tested as follows:

The listed equipment will be used for making the measurements.

l) Oscilloscope, Tektronix, type 535A or equivalent

2) Preamplifier, Tektronix, type CA or type M

3) _ - _2 simulator, Hughes manufacture

4) PACE unit tester, Hughes manufacture

5) Electronic counter, Beckman 8360 or equivalent
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TABLE 5-10. TEST PERFORMANCE RESULTS AND TEST DATA
FOR AEM AND ADM

PACE AEM Life Test Data

Date

12/2

12/3

12/4

12/5

12/6

12/9

12/I0

12/11

Time

8:30

9:40

11:00

12:00

1:15

8:20

9:30

10:40

12:00

i:00

8:30

9:30

ll:00

12:00

1:30

8:15

i0:00

Ii:30

2:i0

4:30

8:30

if:00

iZ:00

2:20

3:20

8:15

I_.UU

2:45

4:00

5:00

8:15
r_. A r

11:15

12.:15

1:15

Temperature,
°C

35

35

34

37

36

35

33

33

37

36

35

33

33

38

-)7

32

32

32

36

35

35

34

33

Spin Speed,
milliseconds

400

500

600

800

1ZOO

400

50O

600

800

1200

400

500

600

800

1ZOO

4O0

500

600

8O0

1200

400

500
600

800
1200

400

5O0
600

800
1200

400

500

600

800

1200

400

5O0

6O0

800

1200

Steady State

Error,

milliseconds

+25 ±i

-3 ±2

-24 +I

-76 ±4

-190 ±5

+31 ±I

+5+1

-2+i

-18 +7

-80 +12

+30 ±1

+5 ±2

-I ±Z

-21 ±7

-74 +20

+30 ±1

+5 ±i

-2 ±4

-27 + 3

-76 + 14

+29 +1
+5 +1

-1 ±2

-12 ±6

-58 ± 13

+23 ±1

+! +4

-5 ±3

-17 ±3

-75 ±9

+31 +5

+4 +l

+i +3

-30 ±ll

-76 ± i0
-)-)_ ±I

4_2

-2 +2

-25 +3

-82 + 6
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TABLE 5-10. (continued}

Date

12/12

12/13

12/16

12/17

12/18

12/19

12/20

12/26

Time

8:15

9:30

10:30

11:30

2:00

8:30

9:30

10:30

11:45

1:45

8:45

i0:30

iZ:00

Z:15

3:15

8:15

9:30

ll:15

12:15

4:30

12:00

1:45

3:10

4:15

5:15

9:15

10:30

if:30

I:20

2:30

8:40

9:40

10:40

3:15

4:30

9:05

ii:30

1:15

2:15

4:15

8:00

10:45

Temperature,
°C

38

37

36

35

35

38

37

37

36

36

35

35

36

36

37

36

37

37

37

33

33

33

33

3O

3O

34

32

3O

29

3O

29

29

29

31

31

34

33

34

34

34

36

36

Spin Speed,
milliseconds

400

500

600

800

1200

400

500

600

800

1200

400

500

600

8OO

IZO0

400

500

6OO

8OO

1200

400
5OO

6OO

800

1200

400

500

600

800

1200

400

500

600

800

1200

400

500

600

800

1200
400

500

Steady State

Error,

milliseconds

+26 ±2

-14 +Z

-3 ±4

-31 ±4

-86 + 12

-135 ±I

-13 ±3

-5±4

-32 ±6

-96 ±4

+18 ±2

-13 ±2

-4 ±3

-25 ±6

-115 +7

+19 ±3

+2 ±2

-3 ±4

-34 ±4

-82 ± 6

+22 ±2
-15 ±I

+4 ±4

-13 ±Z

-58 ±6

+42 +2

+18 +4

+4 ±3

-1 ±5

-37 ±13

+47 ±4

+10 ±5

-3 ±5

-I0 ±20

-90 +42

+36 ±4

-12 +3

-4 ±7
-60 ±8

-150 ±7

+22 ±2

± 3
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TABLE 5-10. (continued)

Date

12/2V

12/28

Time

12:00

1:30

2:30

8:00

9:00

I0:00

II:15

12:15

Temperature,
°C

Spin Speed,

milliseconds

Steady State

Error,

milliseconds

36

36

35

35

35

34

33

32

6OO

8OO

1200

400

5O0

60O

8OO

1200

-3 _-3

-29 + 6

-I05 +35

+21 +2

+3 +3

-5 +4

-20 ± 5

-69 ±19

The missing times and temperatures at the beginning of the

month reflect a change in the method of taking data. Prior to that time
neither of these two quantities were measured, but it was discovered

that inconsistent results were being obtained. This was caused by not

allowing enough time between measurements so that the loop had not

yet reached a stable condition. The temperature is that of the air

directly over the chassis of the AEM. Since the temperature in the

laboratory does not vary greatly, it should cause little change in the

steady-state error. The uncertainty shown in the steady-state error

is a measure of the amount of jitter existing in the error.

TABLE 5-11. PACE ADM LIFE TEST DATA

Date

12/2

IZ/4

Time

8:30

9:40

II:00

I,_;UU

I:15

2:15

8:30

9:30

10:40

12:00

1:30

8:30

9:30

Temperature,
°C

Spin Speed,
milliseconds

400

500

600

800

1200

400

500
A_A
_vv

Steady State

Error,

milliseconds

45 ± 14

40 +I0

15 ±15

14 ±I0

60 ± 60

40 ±15

15 ±7

_A 4- _N

1

400

500

An 0vv

80O

1300

4OO

5O0

800 12 ±8

200 Equipment

35 ±5

19 ±13

!Z ±8

26 ±22

70 ±60

32 ±i0

ZO ±8

in use
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'IAB LE 5-1

Date

12./5

12/6

12/9

(continued)

Time

II:00

12:00

1:30

8:45

I0:00

ii:30

2:I0

Temperature,
°C

Spin Speed,
milliseconds

600

800

1200

400

500

600

800

Steady State

Error,
milliseconds

20 * 20

20 e 20

40 e40

30 +3
15 +13

15 +13

25 e25

1200

400

500

600

800

1200

Equipment in use

29 +9

15 +13

i0 +2

13 4-11

At this point the test was interrupted to make modification to

the test equipment and to the waveform generator function board.

The following input voltages will be supplied to the AEM/ADM

continuously:

1) +24 volts (PACE) 4-3 percent

2) -24 volts (PAGE) 4-3 percent

3) +24 volts (PA) 4-3 percent

4) -24 volts (PA) 4-3 percent

5) +35 volts (PA) 4-5 percent

6) -35 volts (PA) 4-5 percent

The steady-state error of the frequency lock-loop is defined as the

time period between the positive-going edges of the flip-flops F100 and F1 I3.

This error will be determined by using the following procedure:

1) Connect the output of the _ - _2 simulator to the _ input of the
PACE and adjust the simulator for a pulse rate of 400 milli-
seconds.

2) Connect channel A and channel B of the oscilloscope to F100 and

F113. Set the mode switch to chopped and trigger the oscillo-

scope on the negative going edge of F100.
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3)

4)

Connect channel A and channel B of the electronic counter to

FS00 and F100. Adjust the counter to read the ratio between

the two inputs.

Allow 1 hour for the loop to stabilize. The ratio count will be
8192 _-1 count.

5) When the loop has stabilized, determine with the oscilloscope

the steady-state error. Record the average error and the amount
of of deviation or jitter on the appropriate portion of the data sheet.

Record the time of day and the temperature of the room at the
time the measurement was made.

Note: To observe the steady-state error accurately, it will

be necessary to use the delaying feature of the

oscilloscope.

6)

V_

Switch the _ - _)2 simulator through the other spin rates of 500,
600, 800 and 1200 milliseconds. Repeat steps 4 and 5 for each

change of spin rate.

Repeat the entire procedure daily during each scheduled work

day. Note any significant deviations from normal in the com-
ments column of the data sheet.

On the last working day of each week, check the output waveforms
as follows:

I) Connect channel A and channel B of the oscilloscope to PA1-A

and PAl-B, respectively.

2_ Observe the waveform and note any unusual distortion such as

clipping or flattening of the waveform peaks. Check for excessive
dc level shift.

3) Switch to channel A only. Connect PAl-B to the horizontal input

of the oscilloscope. _u3u_^.... thc _,,_+'_.. .... _ _-_..........._ _-_1o _

traced on the screen, noting any unusual projections or indenta-

tions on any portion of the circle.

4) Repeat steps 1, 2, and 3 for waveform outputs PA2-A, PA2-B,

through PA8-A, PA8-B.

Phase Shifter Driver Status

The power amplifier cards have been modified to bring them up to

the latest design configuration. The chassis has been rewired so that either

the dc-dc converter or external power supplies may be used. This was done

to ensure that testing of the other parts of the system could proceed even if
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the dc-dc converter is not yet ready. The converters are expected to be

complete by mid-January.

Electrical Power System- Spin Stabilized, Synchronous Altitude

Configuration

System Design

The electrical power system, unchanged since the October Summary

Report, is shown in Figure 5-28. In this system, the battery is charged

from a series of isolated solar cell strings. The degree of charge is

dependent on the voltage of the unregulated bus. The battery on-charge

voltage will be 0. 5 to 0. 7 volt higher than bus voltage due to the voltage

drop across the discharge logic diode.

The solar cell specification will be revised to represent the latest

cells available. Currently, 10 ohm-cm cells with 0.475 volt /cell at 25

milliwatts are being procured from Heliotek for the Syncom I spacecraft.

The solar array performance (reflecting the above change) is shown in

Figure 5-29.

Reaction Control Systems

A study report has been issued describing the initial tradeoff studies

conducted in the area of a Reaction Control System for use in the Synchronous

Altitutde Gravity-Gradient (SAGGE)configuration.

Preliminary procurement specifications for the synchronous altitude

hydrogen peroxide system are being completed.

Structure and Spacecraft Configuration Design

The synchronous altitude spin stabilized configuration utilizes the T-2

model structure with revised mountings for the reaction control system and
experimental payloads.

General Arrangement

A general arrangement study was made this month to show the pay-

load volume capability of the vehicle. All of the experiments listed in the

November Monthly Report have been installed along with a preliminary reac-

tion control system. The configuration is detailed in Figure 5-30.

The reaction control system and the nuclear arms package shown are

not up to date, due to last-minute changes. The revised units and the

selected payload will be detailed in the next report.
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Mass Properties

A detailed weight breakdown for the items common to both the spin

stabilized vehicles are tabulated as the Advanced Syncom Basic Spacecraft

in Table 5-!2. The weight changes since the November Report are explained

below and are shown under the heading A Weight of Table 5-12.

Weight

Change,

pounds

Wire harness subsystem (+23.00)

Main harness - redundancy in wiring added for

multiple payload capability

Quadrant - wiring included in main harness

Miscellaneous subsystem

+24.20
1.20

(- 3.36)

Nutation damper - deleted from basic spacecraft - 2.00

Ground planes - revised weight estimate + 2. 64

Thermal barrier - deleted from basic spacecraft - 4.00

Basic spacecraft +I 9. 64

The weight breakdown for the synchronous altitude, spin stabilized

spacecraft (SASSE) is shown by Table 5-13. It reflects the weight changes

since last reported (AW). A brief explanation for each weight change follows:

Weight

Change,

pounds

Basic spacecraft

See Table 5-12

Miscellaneous subsystem

Nutation damper - formerly listed in basic

spacecraft

Thermal barrier - revised weight estimate and

formerly listed in basic spacecraft

Controls subsystem

Cold gas spinup

Revised weight estimate on system components

Reaction control system

H202 type system incorporated in lieu of bi-

propellant system

(+19. 6)

+19.6

(+ 8.4)

+ Z.O

+6.4

(-22. 9)
+4.3

-27. 2
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Weight

Change,

pounds

Payload

Engineering experiment

Revised weight estimate

Meteorological package

Camera hi-resolution - revised weight

estimate based on updated information

Installed hardware - revised weight estimate

(+ 8.

+ 3.

(+5.

+ 1.

+ 3.

3}
0

3}

4

9

Final orbit condition

Propellant- RCS

Revised weight based on new system

requirements

Yo-Yo despin mechanism deleted from system

9
0

Total at apogee burnout (+ 3. 5)

Total at separation from booster +3.5

The mass property data for SASSE is shown in Table 5-14. Although
the roll-to-pitch moments of inertia ratios as shown do not meet the mini-

mum design requirements, significant areas exist to exercise the proper

mass distribution control necessary to meet the requirements. Since the

November Report, the time spent on the SASSE configurations was limited

to updating weights. No attempt has been made to date to locate the masses

to produce the optimum roll-to-pitch ratios. Therefore, complete distribu-

tion analyses will be made. These will be aimed at producing the maximum

roll-to-pitch moment of inertia without compromising other design parameters.

Two distinct payload combinations have been investigated for the

SASSE spacecraft, one of which has been incorporated to determine the mass

properties shown in Tables 5-13 and 5-14. The alternate payload listed in

Table 5-15 consists of a Department of Defense transponder, a Communica-

tions Satellite Corporation transponder, and an RF propagation experiment

and has been investigated from an allowable weight standpoint only. However,

it appears that this payload combination has the ability to be located on or

near the longitudinal center of gravity plane and at the periphery of the

spacecraft wn,_n w*** generate higher roll-to-pitch ratios than indicated for

the primary payload.
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TABLE 5-12. DETAILED WEIGHT BREAKDOWN OF
ADVANCED SYNCOM BASIC SPACECRAFT

Component

Electronics Subsystem

475101

475102

475104

475109

475111

475112

475113

475114

475115

475116

475117

475122

475123

475124

475126

475131

475132

475141

475221

475303

475210

475212

475201

Electronic quadrant

Transponder

Regulator (1)

Regulator (i)

Internal amplifier (i)

Limiter (I)

Postamplifier (i)

High level mixer (1)

Master oscillator (1)

X32 multiplier (3)

Isolator (7)

X3 multiplier (2)

X2 multiplier (2)

Master oscillator (i)

Master oscillator amplifier (I)

Attenuator (3)

Isolator (3)

Phase modulator (I)

Doubler amplifier (l)

Filter amplifier (1)

Bandpass filter (4)

Dual filter hybrid (i)

Mounting bulkheads (2)
RF shield

DC connectors

Coax cables

Miscellaneous attachments

Telemetry encoder
Central timer

Encoder and timer installation hardwar(

Command receiver

Command regulator

Diplexer

Receiver regulator and diplexer

installation hardware

PAC E

AWeight,

pounds

Weight,

pounds

(87. 19)

(27.71)

(1 5.70)
0.17

0.17

0.17

0.15
0.15

0.35

0.37

1.91
1. 56

0.35

0.43

1.87

0.15

0.07

0.38

0.20

0. 24

0.21

0.61

0.35

3.38

0. 50

0.16

1.22

0. 58

i. 50

0. 6O

2.00

0. 54

0.56

0.31

2. 50

4.00
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TABLE 5-12. (continued}

475220
475221
475222
475212
475210
475211
475201
475125
475174
475173
475103
475171

475170

475220
475204
475200

Component

Rib-mounted units
Quadrant regulator (3)
Telemetry transmitter (35
Telemetry encoder (3)
Telemetry regulator (3)
Command regulator (3)
Command receiver (3)
Command decoder (45
Diplexe r (3)
Traveling-wave tube (2)

Traveling-wave tube power supply (Z)

RF switch (1)

Z0-db coupler (I)

3-db coupler (i)

Antenna electronics (I)

Phase shifter (2)

Communication antenna (I)

Antenna support structure and cable

Forward end of spacecraft

Telemetry regulator (I)

Telemetry transmitter (i)

Whip antenna (165

Hybrid balun (2)

Wire Harness Subsystem

Main harne s s

Quadrant

Power Supply Subsystem

X209781 Substrate - solar cell

X209888 Solar cell

Structure Subsystem

X209862 Aft subassembly

X209813 Ring- separation

X2098 75 Tube -thrust

X209812 Ring-motor mount

AWeight,

pounds

(+23. 00)

+24. 20

- 1.20

Weight,

pounds

(34. 875

3.90

2.10

4.5O

0.84

I. 68

I. 62

8.00

0.93

2.20

Z. 50

0.20
0.10

0.20

2. I0

4.00

19.51

i. 50

(3.60)
0.30

0. 50

1.30

1. 50

(33.00)
33. O0

0

i (58.09)
[

! 23.27

I 34.82

!

i (82.825

i (4z. 86)
i
i 4.09

! 4.71

i 5.34

5-53



TABLE 5-12. (continued)

Component

X209896
X209816
X209882
X209862
X209793
X209863

Ribs
Ring -frame
Bulkhead
Miscellaneous hardware

4-879Attachment - SP
Miscellaneous

X209883
X2098 74
X209884
X2098 57
X209885
X209883
X209855
X209785
X2098 54
X209863

Center subassembly
Tube-thrust
Stiffener-tube
Ring-zee support
Support-electronic package
Miscellaneous hardware
Support-solar panel
Retainer-solar panel
Support-forward channel
Misc ellaneous

X209850
X209851-I
X209848
X209850
X209849
X209850
X209853
X209871
X209880
X209863

X209856
XZ0990Z

Forward subassembly
Tube truss
Fittings-forward truss
Hardware-forward fittings
Fittings-aft truss
Hardware-aft fittings
Channel- support
Torus assembly
Support- solar panel
Miscellaneous hardware

Miscellaneous supports
Support-wire harness
Support-rib mounted units
Support-antenna compartment
Support-whip antenna

Miscellaneous Subsystem

X209866 Sun sensor

Paint

Nutation damper

X209909 Ground plane-inner

X209911 Ground plane-outer

X209910 Thermal barrier

Static and dynamic balance

Basic Spacecraft

Weight,

pounds

A We ight,

pounds

(- 3.36)

- 2.00

+ 0.87

+ 1.77

- 4.00

+19.64

16.20

0.94

6. 53

0.87

2.78

1.40

(24. 12)
5.65

5.68

0.32

O.56

0.78

3.92

0.51

3.6O

3.10

(10. 62)

1.07

0.39

0.07

0.66

0. I0

0. 74

4.49

2. 60

0. 5O

(5.22)
1. 50

1.43
1. 64

0.65

(14.43)

1.15

3.00

0

i. 74

3. 54

0

5.00

275. 53
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TABLE 5-13. WEIGHT BREAKDOWN OF SYNCHRONOUS ALTITUDE
SPIN STABILIZED SPACECRAFT

Description

Electronics subsystem

Wire harness subsystem

Solar cell subsystem

Structure subsystem

Miscellaneous subsystem

Basic spacecraft

Apogee motor (fired)

Miscellaneous subsystem
Nutation damper
Thermal barrier

Controls subsystem

Cold gas spinup
Jets (2) and miscellaneous components
Tanks (2) and miscellaneous components

Reaction control system
Jets (4)
Tanks and supports
Valves, lines and miscellaneous

Payload

Radiation and micrometeorite detection
package

Engineering experiment

Meteorological package
Camera - lo-resolution
Camera - hi-resolution
Camera electronics

A Weight,

pounds

(+19. 6)

(+ 8.4)

+ 2.0

+6.4

(-22. 9)

(+ 4. 3)

+0.3

+4.0

(-27.2)
7.0

-16.0

4.2

(+ 8.3)

+3.0

(+ 5. 3)

+ 1.4

Current

Weight,

pounds

87.2

33.0

58. I

82.8

14.4

(275. 5)

102.6

( 8.4)
2.0

6.4

(39.2)

(19.3)
5.5

13.8

(19.9)

3.2
11.0

5.7

(li0.8)

25.5

28.0

(57.3)

8.1

14.7

13.6

Payload does not require multiplexers.
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TABLE 5-13. (continued)

Description

Sequence timer

Flasher

IMC and IMC electronics

Installed hardware and miscellaneous

Battery power supply subsystem
Batteries

Supports

Final orbit condition

Propellant-RCS

Yo-Yo despin mechanism

Total at apogee burnout

Propellant - apogee motor

Expendables - apogee motor

Total at spinup prior to apogee fire

Propellant - cold gas spinup

Total at separation from booster

A Weight,

pounds

+3.9

(+13. 4)

0.9

-9.0

(+ 3.5)

(+ 3.5)

(+ 3.5)

Current

Weight,

pounds

8.0

1.8

2.2

8.9

(69.2)

54. 6

14.6

(605.7)

135.2

0

(740. 9)

752. 3

19.6

(1 51g. 9)

6.1

(1519.0)

Structural Analysis

Vibration analyses of the spacecraft adapter combination have been

modified to include the current adapter flexibility coefficients. The adapter

thickness, required to meet the minimum frequency criterion of 25 cps, is
I/8 inch.

The spacecraft-adapter model used in these calculations includes

flexibilities for the Marmon band and for the joint at Agena station 2.47, and

represents the spacecraft by a weightless beam supporting the proper mass

and mass moment of inertia. The adapter flexibility coefficients are based

on minimum values of material properties and represent an unstiffened

fiberglass shell.
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TABLE 5-14. SYNCHRONOUS ALTITUDE SPIN STABILIZED

SPACECRAFT MASS PROPERTY DATA

Conditions

Final orbit condition

RCS propellant

Total at apogee burnout

Apogee motor propellant

Apogee motor expendables

Total after spinup prior to

apogee motor burn

Cold gas spinup propellant

Total at separation from boost
booster

Current

Weight,

pounds

605. 7

135.2

740.9

752.0

20.0

1 512.9

6.1

1519.0

Z-Z,

inc he s

23.90

23.90

23.90

23.25

19. 64

23.02

8.00

22.96

Irollj

slug-ft 2

58. 7

72. 6

89.5

90. 1

Ipitchj

slug-ft 2

54.0

60.9

78. 1

78.8

Roll -

to-

Pitch

Ratio

1.09

1.19

1.15

1.14

The test plan for developmental structural testing of the production

version solar panel has been completed and is being published. Arrange-
ments have been made with North American Aviation for the use of their

acoustic test facility.

Thermal De sign

The thermal design for the vehicle remains the same as previously

reported. Some consideration is being given currently to the amount of

thermal protection that may be required to minimize damage caused by

plume effects of the apogee motor during firing. Although it was reported

in the October Summary Report that convective heating effects on the forward

end of the vehicle during apogee motor firing were expected to be of low mag-

nitude and that radiative heating of the sun sensors to 250 ° F was expected,

g_ornetry ,.,_._8_^_-..... _ orrurrin_ since that analysis have inspired a new look at

that problem. Consideration is currently being given to includc some form

of sensing devices of the Syncom I, F-2 vehicle to possibly obtain some

information concerning plume effects that may be directly applicable to the

Advanced Syncom design.
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TABLE 5-I 5. ALTERNATE PAYLOAD FOR THE SYNCHRONOUS
ALTITUDE SPIN STABILIZED SPACECRAFT

Description Weight,
pounds

Department of Defense transponder
Transponder':"

Traveling-wave tube

Traveling-wave tube power supply

Diplexer
Installed hardware and rr.lscellaneous

Communications Satellite Corporation transponder
Transponder""

Traveling-wave tube

Traveling-wave tube power supply
Diplexer
Installed hardware and miscellaneous

RF p r opagation .,expe r iment
Transponder"

Traveling-wave tube

Traveling-wave tube power supply
Installed hardware and miscellaneous

Total alternate payload

(31. 5)

24.0

2.5

2.5

1.0

1.5

(35.0)
27.5

2.5

2.5

1.0

1.5

(23.0)
15.7

3.5

2.5

1.3

89.5

Additional transponders will need addition of multiplexers to system.

Apogee Injection Motor Status

The apogee injection motor is being developed by JPL and will be

supplied to Hughes as a Government-furnished equipment item. The motor

is a scale-up of the JPL Starfinder which was used successfully on Syncom 2.

The heavywall static tests, hydrotests, and ignition test phases of
the program have been completed. Three sets of flight-weight hardware

have been received by JPL; processing of the first set will begin during the

first week of January. Development static tests of flight-weight hardware

will be initiated during January 1964.

Electrical Power System--Synchronous Altitude, Gravity-Gradient
"Configuration

System Design

As previously reported, the gravity-gradient stabilization method

creates two additional solar array problem areas. These are: I) reduced
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solar cell output voltage resulting from the higher stabilized solar panel
temperature, and 2) reduced power available as a function of solar cell
shadowing by the added stabilization booms and libration damper. The
net effect of the boom shadowing (two different locations) is shown in Figure
5-31. These data were based on an experimental shadow model and mathe-
matically checked at several points. As can be deduced from the figures,

the power available can vary by approximately 10 percent depending on boom

geometry.

Figure 5-32 represents various methods of connecting the solar cells

into the electrical power system. The series connection of the upper and

lower quadrants (Figure 5-32a) is, perhaps, the simplest interconnection

method resulting in the required output voltage. Since the array output

would approximate the least power curve shown, the dissymmetry of power

from boom shadowing is quite appreciable. Therefore, the series connec-

tion of the upper and lower quadrants is not recommended. Figure 5-32b

utilizes dc-dc converters between the array and the bus to transform the

low array voltage to a level compatible with the load equipment. This sys-

tem, although having the advantage of common solar panel design with only

an added component required for system operation, has the following major
disadvantage s:

Reduced reliability due to the addition of a series element in

the system.

2) Reduced power available to the bus (converter loss).

The solar cell string groups could also be reconnected, as shown in

Figure 5-32c, to a system essentially like the spin stabilized version. The

batteries in this system also depend on the main bus voltage for charge con-

dition with the state-of-charge being a function of light and eclipse load

conditions. Figure 5-32d represents another method of solar cell inter-

connection which uses a few series-parallel solar cells to raise the battery

on-charge voltage to a level required to fully charge the battery. This sys-

tem requires a discharge logic device to connect the battery to the bus when

required. It also represents a continuous load demand to the bus, since the

batteries would be operating under over-charge conditions during noneclipse

orbits. This condition could readily be corrected by the addition of a com-

mand switch in the battery charging circuit. The system offers the advant-

ages of l) elimination of bus voltage dependence for battery charging, and 2)

batteries can be maintained in a fu!!y-ch_rged state.

Battery Charging

Figure 5-33 represents the light and dark time electrical load capa-

bility of a solar array-rechargeable battery system in a synchronous orbit

(22,400 miles). The loads shown are calculated to meet the condition that

all the energy expended during the dark period of orbit is replaced in the suc-

ceeding light period. The maximum dark time per orbit is fixed for any given
_rbital altitude.
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Since the energy expended in the dark must be replaced during sun-
light, the maximum dark time load current will be a function of battery
recharge current available during sunlight, the period of sunlight and battery
recharge efficiency. The following expression accounts for the charge and

discharge currents for zero net energy change per orbit.

ISA" tL = IL • tL +

ID • tD

ISA = solar array current available

t L = period of sunlight

tD = period of darkness

I L = load current during sunlight

ID = load current during darkness

= battery ampere-hour recharge efficlency

Normalizing the dark time load current with respect to solar array

current available, the expression of the dark time load current becomes:

ID I IL ) tL
_= 1 00

ISA " I-S-/ tD

Figure 5-33 is a graphical solution of this equation.

The battery recharge current available is the solar array current

available minus the light time load current, or 1.00 - IL/ISA for the nor-

malized case. Thus, the battery recharge current required for the power

operating condition of zero net energy change per orbit is:

ID t D

IBC -
tL

IBC = battery charge current.

Figure 5-34 is the graphical solution of the above equation for dark

time load currents up to Z amperes. Also shown on the chart is the maxi-

mum on-charge voltage of a 6 ampere-hour nickel-cadmium sealed cell

operating at 77 °F for the various charge currents.
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Figure 5-35 shows the relationship between the battery recharge cur-
rent and the dark time load current for various recharge efficiencies. This

relationship is:

IBC tD 1

ID tL

Reaction Control System

A study report has been prepared which describes the initial tradeoff

studies for the SAGGE reaction control system. Additional studies are under-

way to define pertinent properties of various materials for use as propellant

in the valveless SAGGE subliming solid engine.

Preliminary procurement specifications for the SAGGE hydrogen

peroxide system and SAGGE specifications relating to the subliming solid

system are being completed.

Structure and Spacecraft Configuration De sign

The synchronous altitude gravity-gradient design utilizes the same

structure as the spin stabilized version with minor modifications to accept

the gravity-gradient experiments.

General Arrangement

Most of the effort on SAGGE has been the general arrangement of the

basic components and payloads. The rib mounted components were rear-

ranged slightly from the initial layout to balance the libration damper with

batteries and to mount the cold gas fuel tanks on the ribs.

Two different sets of layout were made; the first was with the early

control system which was comprised of different fuels_ supplies and jets for
different spacecraft mission operations. The second was with_the latest

information on the control system which has a common fuel supply and iden-

tical jets for all mission operations. The cold gas spinup system is common

to both versions. Late information indicated that additional payload could

be carried and the radiation package was included. The second configuration

only is detailed, in Figure 5-36.

Mass Pi-operties

Configuration revisions of the synchronous attitude, gravity-gradient

spacecraft to provide acceptable roll-to-pitch moment of inertia ratios with-

out employing spin booms and the updating of weight estimates accounted for

a major portion of the effort since the last reporting period. Continued effort
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toward mass property distribution control is necessary and is planned to

prevent exceeding the maximum spacecraft weight and to increase the roll-

to-pitch ratios prior to deployment of gravity-gradient stabilization booms.

To date, studies of moving the apogee motor aft (towards the separation

plane) indicate that a significant increase in roll-to-pitch ratios can be
realized:

Aft Movement,
inches

Roll-to-Pitch Ratios

At Station At Separation

Z i. 02 1.04

3 I. 03 i. 08

4 1.04 1.08

Table 5-16 lists a weight breakdown for the complete SAGGE satellite.

The AW values shown are changes in weight since the last report and as such

reflect the areas where redesign has occurred or where better weight esti-

mates have been made. Detailed changes in the weight distribution which

reflect the current spacecraft configuration are as follows:

Description of Change

Weight

Change,

pounds

Basic spacecraft

See Table 5-12

Miscellaneous subsystem

Nutation damper --formerly listed under

basic spacecraft

Thermal barrier -- estimate increased; for-

merly listed in basic spacecraft

Thermal insulation- added to spacecraft

under solar panels, ground planes, and
thermal barrier

Gravity-gradient subsystem

"X" booms -- miscellaneous weight change

Damper boom- reduction in tip mass
R _*_._ r -_,A ....... _-.............. vvu_ _ -- _-evis_d estimate

based on moving damper to aft end of

spacecraft

Control subsystem

Free-body spinup

Revised weight on associated system

components

Initial station placement

1-1202 system incorporated in lieu of

bipropellants

(19.6)

+19. 6

(+23.9)

+2.0

+6.0

+15.9

(+36. 5)

- 0. I

-3.6

-32.8

(-27.4)
+4.3

-19.5
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Description of Change

Weight

Change,

pounds

Orbit inclination

System requirement deleted

180-degree inversion

Valveless system utilizing a subliming

solid incorprated in lieu of pulsed plasma

jet system

E-W stationkeeping

Single jet subliming solid incorporated

in lieu of four pulsed plasma jets

+ 1.0

Payload

Meteorological package
Camera hi-resolution- revised estimate

based on updated information
l_nstaliation hardware -- revised estimate

(+ 5.3)
+1.4

+3.9

Final orbit condition (booms deployed)

Propellant E-W stationkeeping-- estimate

based on new system requirement over

old system

Propellant orbit inclination

Requirement deleted

(-15.1)
+9.0

-35.0

Total at station (prior to despi'n)

Propellant H202 -- estimate based on new

system requirement over old system

Total at spinup (prior to apogee fire) (-46. 7)

Total at separation from booster -46. 7

Table 5-17 illustrates by sequence from launch through orbit the mass

property distribution of the SAGGE spacecraft. Table 5-18 presents a weight

breakdown of the alternate payload for this spacecraft.

Thermal Analysis and Design

The thermal analysis of the solar panels for the gravity-gradient

stabilized vehicle has continued. The expected circumferential temperature

distribution is shown for solar angles of 30, 60, and 90 degrees in Figure

5-37 for the insulated and noninsulated configuration respectively. Because

of the very high expected internal structural temperature gradients in the

radial direction inherent in the noninsulated design it is most probable that

the insulated panel concept will be utilized. With the insulated concept, the
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TABLE 5-16. SYNCHRONOUS ALTITUDE GRAVITY-GRADIENT

SPACECRAFT WEIGHT BREAKDOWN

Description

Electronics subsystem

Wire harness subsystem

Solar panel subsystem

Structure subsystem

Miscellaneous subsystem

Basic spacecraft

Apogee motor (fired)

Miscellaneous subsystem

Nutation damper (2)

Thermal barrier

Thermal insulation

Gravity-gradient subsystem
"X" booms

Libration damper

Retainer and supports

Controls subsystem

AW

(+i 9. 6)

(+g3. 95

+ Z.O

+6.0

+15.9

(-36. 5)

0. I

-3.6

-32. 8

(-27.4)

31
0

Free body spinup (+ 4.

Tanks (25 and miscellaneous + 4.

components

Jets and miscellaneous components

Initial station ptacement

Tanks (2)

Jets and miscellaneous components

Orbit inclination

180-degree inversion

Tanks (4)

Jets (Z)

E-W stationkeeping

Tank (1)

Jet (i)

Payload

Radiation and micrometeorite detection

package (1)

Meteorological package
Camera -- lo-resolution (I)

Camera - hi-resolution (i)

+0.3

(+l 9. 5)

-11.7

-.7.8

(- 8.05

(- 5. z5

(+ 1. o)

{+ 5.35

(+ 5.3)

+1.4

Weight,

pounds

87.2

33.0

58. 1

82.8

14.4

(275. 5)

(toz. 6)

(23. 9)
2.0

6.0

15.9

(81.9)
50.0

16.7

15.2

(46.85

(19.3)

13.8

5.5

(14. 5)
10.6

3.9

(o)

( 8. o}
6.0

Z.O

(5.0)
4.0

1.0

(lt4.85

15.5

(57.3)
8.1

14.7
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TABLE 5- 16. (continued)

Description

IMC and IMC electronics
Camera electronics (Z)
Sequence timer (Z)
Flasher (Z)
Installation Hardware

Gravity-gradient package
Camera
RF sensor
IR sensor
Solar sensor
Installation hardware

Battery power supply subsystem
Batteries
Support s

Final orbit condition
Propellant E-W stationkeeping
Yo-Yo despin mechanism
Propellant orbit inclination

Total at station, prior to despin
Propellant -- HzOZ
Propellant -- apogee motor
Expendable s -- apogee motor

Total at spinup, prior to apogee fire
Propellant -- cold gas spinup

f_tal at separation from booster

AW

+3.9

(-15. 1)
+9.0

-35.0

(-41. 1)
-5.6

(-46. 7)

(-46. 7)

Weight,

pounds

2. 2.

13.6

8.0

1.8

8.9

( 3z.o)
8.5

10.8

4.0

4.0

4.7

( 34. 6)

27.3

7.3

( 68o. i)
9.0

10.0
0

(699.1)
4Z. 0

752.0

20.0

(1513. I)

6.1

1519.2.

large gradients are expected to be contained in the solar panels only and

consequently, further efforts have been made to reduce the large tempera-

ture excursions to a minimum. If this can be accomplished, the solar panel

output will be increased due to lowered temperature on the illuminated side

of the spacecraft and noni!!u____inated side solar panel temperature will be in-
t:reased.

tollows:

l)

2.)

3)

4)

Several methods of approach are being considered. They are as

Addition of conduction around vehicle

Addition of change of phase material to panels

Addition of a circulating fluid

Increase in power by adding extendible panels
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TABLE 5-18. SYNCHRONOUS ATTITUDE GRAVITY-

GRADIENT ALTERNATE PAYLOAD WEIGHT BREAKDOWN

De sc ription
Weight,
pounds

RF propagation experiment

Transponder
Traveling-wave tube

Traveling-wave tube power supply
Installed hardware and miscellaneous

Nuclear arms control package

Gravity-gradient package
(Same as Table 5-16)

(z3. o)
15.7

3.5

2.5

1.3

(25.0)

(3z. o)

Total 80.0

The addition of conduction around the vehicle in the form of aluminum

sheet has been studied for three solar panel configurations varying from a

regular solar panel to a solar panel backed with up to 1/8 inch of aluminum

for the purpose of conducting thermal energy to the nonilluminated regions
of the panels. Results shown in Figure 5-38 indicate that the addition of

even 1/8 inch aluminum backing to the panels reduces the maximum tempera-

ture by only 16 ° F for the insulated panel configuration. The cold side panel
temperature, although apparently not as important at this time, is increased

significantly from -310 ° F to 1 55 ° F. All of this is at the expense of approxi-
mately 140 pounds of aluminum to the spacecraft.

By adding a material to the back side of the solar panels that could

undergo a change of phase during the daily solar cycle, there exists the

possibility of reducing the temperature excursions at both the maximum and

minimum ends. This is currently being investigated with the use of water

storage. Water is a natural contender for this application because of the

large thermal capacity in the liquid state and the very high heat of fusion
(144 Btu/lb) in passing from the liquid to solid state. This concept will also

involve the addition of considerable weight to the vehicle.

A concept of circulating a fluid from the warm to cold solar panels
could also accomplish the desired end of reducing maximum solar panel

temperature. This is currently being analyzed as to w_ight and center of

gravity displacement penalties associated with this concept.

A method of increasing the spacecraft power by adding extendible

solar panels is also under consideration. The added panels would be at the
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forward end of the spacecraft and would logically run at a lower temperature

excursion than the regular spacecraft panels since the added panels would be

designed to transfer energy from the back surface to space and directly to

the cooler panels by radiation.

The thermal analysis of the xnternal temperature distributions of the

gravity-gradient vehicle has continued. The assumed analytical model

includes solar panels, radial ribs, and an inner ring of structure. Results

have yielded approximations of the expected vehicle internal mounting sur-

face temperature distributions for a variety of parametric conditions. A

complete tabulation of the results are shown in Figure 5-39. The model

shown in the figure has been analyzed for various solar panel-vehicle thermal

coupling, solar angles ranging from 30 to 90 degrees, and inclusion of

internal packages at various mounting locations, mounting conductances,

package insulations, and internal power dissipations. In general, it has
been found that with the open spacecraft configuration, i.e. , no insulation

on solar panels, the vehicle structure will sustain temperature gradients
from hot to cold side of approximately 270" F. With the use of thermal

decoupling of solar panels from structure through low emittance surface

treatment, this gradient can be reduced to the 60 to 100" F range. With

higher decoupling, i.e. , superinsulation, it is felt that the total temperature
excursions of mounting surfaces can be reduced to the 20 to 40"F range.

A preliminary conclusion of this analysis is that an insulation between the

solar panels and structure will be required to sustain reasonable tempera-

ture conditions in the gravity-gradient vehicles. A correllary conclusion is

that end plane insulation will probably be required to maintain satisfactory

temperature levels at the lower sun angles since internal power dissipation

becomes very low at the low sun angles for the gravity-gradient configuration.

The thermal analysis assumes zero thermal conduction between the

solar panels and structure with radiation as the only mode of energy trans-

fer. By the nature of the simple model it is also necessary to neglect end

effects on the structural temperature distribution. It is felt, however, that

the results are very valid for conceptual design purposes.

Electrical Power System- Medium Altitude, Gravity-Gradient

Configuration

System Design

The system description, presented under the discussion of system

design, is also valid for the medium altitude vehicle. Battery curves for

the medium altitude case are shown in Figures 5-40 through 5-42.
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Reaction Control System

An initial tradeoff study report for the MAGGE2 reaction control

system has been issued. Additional studies are underway to determine the

relevant properties of various materials for use in the MAGGE valveless

subliming solid engine. A preliminary evaluation of a simplified active

attitude control system for the MAGGE eccentricity maneuver has been

initiated in an attempt to reduce the time required to perform this maneu\er.

The hydrogen peroxide system specification has been prepared and

will undergo finalization during the next report period. Subliming solid

system specifications are being prepared.

Structure and Spacecraft Configuration Design

The medium altitude gravity-gradient design utilizes the T-2 struc-

ture common to the two synchronous altitude configurations with modifications

to the center thrust tube to install the DeHavilland variable angle boom sys-

tem and the meteorological experiment tape recorder in the cavity vacated

by the apogee motor.

General Arrangement

Detailed packaging layouts have been made with an eye to maximum

packing density as well as identical, or at least similar, packaging of com-

ponents in SAGGE and SASSE. The greater payload space in MAGGF. per-

mitted efficient packing with little or no revision of the basic Advanced

Syncom structure. Inclusion of the DeHavilland variable angle boom system

does not seriously impair the packaging capacity of the MAGGF_.

The maximum density configuration is detailed in Figure 5-43. A

selected payload configuration is detailed in Figure 5-43. A selected pay-

load configuration will be given in the next report.

Mass Properties

The effort for the medium altitude, gravity-gradient spacecraft

{MAGGE) has been concerned with updating the weight estimates during the

last reporting period. A detailed weight breakdown for MAGGE is shown in

Table 5-19 together with the weight changes (_w) since last reported. The

justification for these changes is as follows:
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Basic spacecraft

See Table 5-12

Wire harness subsystem

Additional wiring over basic for the additional payload

capability

Miscellaneous subsystem

Thermal barrier estimate increased; formerly listed

in basic spacecraft

Thermal insulation covering spacecralt under solar

panels, ground planes, and thermal barrier. A

new requirement.

Gravity-gradient subsystem

"X" booms --miscellaneous weight change

Damper boom -- reduced tip mass

Scissor mechanism and supports - revised estimate

based on moving damper to aft end of spacecraft

Controls subsystem

Orbit and attitude control

Incorporate a single jet, H202 system in lieu of

multiple system control

180-degree inver stion

Incorporate a subliming solid system in place of

pulse plasma system

Orbit inclination control

Replaced by HzO Z system for spacecraft orbit and
attitude control

Orbit eccentricity

Replaced by H202 system for spacecraft orbit and
attit,_de control

Payload

Meteorological package
New estirnate for hi-resolution camera based on

updated information

Tape recorder requirement added to system

Revised estimate

Nuclear arms control package

Revised estimate

W eight

Change,

pounds

(+19. 6)

+19. 6

(+ 7.0)

+15.9

(-22. O)

- 0.1

-0.6

-21. 3

(- 7.7)

+Ii.O

-6.7

-8.0

-4.0

(+24.4)

(+22.4)

+1.4

+16.0

+5.0

- 1.0

5-87



E'ngineering experimental package
Revised estimate

Final orbit condition

II20 g --orbit and attitude control
Revised estimate based on system requirement

Total at separation from booster

Weight
Change,
pounds

+3.0

(+48. 6)

8.0

+40. 6

TABLE 5-19. MEDIUM ALTITUDE GRAVITY-GRADIENT

WEIGHT BREAKDOWN

Description AW

Electronic subsystem

Wire harness subsystem

Solar cell subsystem

Structure subsystem

Miscellaneous subsystem

Basic spacecraft

Wire harness subsystem

Miscellaneous subsystem

Thermal barrier

Thermal insulation

Gravity-gradient subsystem

"X" boolTl s

Libration damper 0.

Scissor nuechanism and supports -21.

Controls subsystem

Orbit and altitude control

180-degree inversion
Orbit inclination control

Resisto jet (2)
'Yank

Lines plus fittings
Miscellaneous

(+19. 6)

(+ 7.o)

(+27.3)

+11.4

+15.9

(-22. O)

0.1

(- 7.7)

+ii.0

6.7

(- 8.0)
1.5

:3. 5
1.3

-1.8

Weight,

pounds

87.2

33.0

58. l

82.8

14.4

(275. 5)

( 7. o)

( 27. 3)

11.4

15.9

(52.8)

20.0

6.1

26.7

(17.5)

11.0

6.5

( 0 )
0

0

0

0
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TABLE 5-19. (continued)

Description

Orbit eccentricity

Resistor jet (4)

Mounts

Lines plus fittings

Payload

Department of Defense transponder

Transponder

Traveling-wave tube

Traveling-wave tube power supply

Diplexer
Installed hardware and miscellaneous

Meteorological package
Camera- lo-resolution

Camera --hi-resolution

Tape recorder
IMC and IMC electronics

Camera electronics

Sequence timer

Fla she r

Installation hardware

Nuclear arms control package (1)

Engineering experimental package (I)

Radiation and micrometeorite detection

package (i)

Gravity-gradient package (2)
Camera

RF sensor

IR sensor

Solar sensor

Installation hardware

Battery power suppiy subsystem

Batteries

Supports

Final orbit condition

H20 Z -- orbit and altitude control

Total at separation from booster

AW

(- 4.0)
-3.0

-0.3

-0.7

(+24.4)

(+22.4)

+ 1.4

+16.0

+5.0

-1.0

+3.0

(+48. 6)

-8.0

+40. 6

Weight,

pounds

( o )
0

0

0

(248.4)

(31.5)
24. 0

2.5

2.5

1.0

1.5

(74.4)
8.1

14.7

16.0

2.2

13.6

8.0

1.8

10.0

25.0

28.0

25.5

(64.0)
17.0

21.6

8.0

8.0

9.4

27.3

7.3

(663, 1)

z7. o

690. I
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Thermal Analysis and Design

The thermal analysis of the MAGG_ system includes many of the

same constraints as the SAGGE system. The exclusion of the apogee motor

for this vehicle eliminates the potential problem of thermal barrier damage

due to motor firing. The same general thermal design concept as on the

SAGGF_ system will be utilized with the possible exception than an active

thermal control device may be required on the end planes of the MAGGE.

This same type of active thermal control may be required for the SAGGE

but the possibility is greater that because of the larger inclination angle

extremes with the MAGGE mission, this concept will be needed for satis-

factory vehicle temperature control. A preliminary analysis of this potential

requirement is in progress.
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6. EXPERIMENTAL PAYLOADS

METEOROLOGICAL E QUIPIVIENT

Since the last report, the requirements for Iris control and direction

control have been deleted. The required duty cycle for each type of space-
craft is listed below:

Spin-stabilized

Wide-angle picture every 30 minutes

Narrow-angle picture, maximum every minute, normal every
6 minute s

Flight i --no pictures of earth night

Narrow-angle pictures during earth night on Flight Z

Synchronous Gravity-Gradient

Wide-angle every 30 minutes

Narrow-angle, maximum every minute, normal every 6 minutes

Narrow-angle pictures during earth night; no pictures during satellite

eclipse

6000-Mile Gravity-Gradient

Wide-angle picture every Z0 minutes

Narrow-angle every 6 minutes

Pictures directly read out when in sight of station, recorded when

not in sight of station and not in eclipse. Pictures in the record

mode taken automatically from start sequence until tape recorder is
full

Recorder playback at station
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Telemetry points for the experiments are analog and 0 to 6 volts with
3- to 10-kilohm output impedance. The following points are required:

Vidicon filament
Video output
High voltage power
Focus current
Iris setting
5 percent horizontal synChronization
Vertical synchronization
Electronics module temperature
Camera temperature
Recorder pressure
Recorder temperature
Channel 1 record
Channel Z record
Channel 3 record
Channel 4 record
Motor inverter output
Motor power

The required commands are"

Normal picture taking sequence
Direct picture taking sequence
Start sequence
Camera 1 ON
Camera l OFF
Camera Z ON
Camera Z OFF
Initiate shutter
Bypass recorder
Playback recorder

IMC will require additional telemetry points (approximately 8 to I0)
and commands. However, the tape recorder will be deleted, releasing
some commands and telemetry points.

RADIATION AND MICROMETEORITE DETECTION EQUIPMENT

Detailed definition of the radiation and micrometeorite equipment is
continuing. The detection equipment on each of the three spacecraft, SASSE,
SAGGE, and MAGGE, will vary slightly according to subsequent definition of
spacecraft missions.
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A tentative list of the measurements to be performed on each space-
craft with approximate weight, volume, window size, power, and tentative
vendor is given below:

MAGGE

I) Energetic particle measurements

a) Silicon P-N junction detector for protons 0.5 mev

< E < 5 mev mounted looking aft through ground plane.

(i/Z pound, 3-1/Z by 3-1/Z by i inches, 1-inch diameter,

0. 180 watts UCSD)

b) Omnidirectional scintillation counter for electrons, E > I. 5

mev (3/4 pound, 16 in3, 3/4-inch diameter, I/Z watt UCSD)

c) Set of four silicon P-N junction detectors, identical except

for shielding, with three ranges each; for electrons

0.?-5 mev < E i 2. 5 mev; for protons 3 mev < E < Z0 mev,

and alpha particles, 14 mev < E < 80 mev. (3 pounds,

in3, three Z. 5-inch squares, Z. 5 watts BTL)

d) Plasma probe (Faraday cup) sensitive to protons,

Z0 ev < E < 5 key in eight ranges (2 pounds, in3,

inch diameter hole, 1 watt BTL)

4. 5-

e) Ion chamber to measure interior spacecraft environment

(Dosimeter) (l pound, in 3, no window required, 1 watt,

BTL)

z) Magnetic field measurement to frequency range: 0.05 cps to

0.5 cps, deviation down to 1 gamma. (1 pound, in3, l watt,

BTL) Note: Ideally this experiment should be boom-mounted.

The desirability of including the experiment inside the space-

craft is still being evaluated.

3) Radiation damage panel, solar cell measurements: various shield

thicknesses and compositions; adhesives. (4 pounds, in3,

4) Micrometeoroid counting and erosion: (3. 3 pounds, in 3,

7 by 7-inch transparent plate, l watt, GSFC) Note: This

experiment if flown will result in a transparent plate being
installed on the outside of the solar panels.
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SASSE

Same as MAGGE except the magnetometer will be placed inside the
spacecraft and the micrometeoroid experiment will be deleted.

SAGGE

Same as MAGGE with an additional two fast neutron detectors, one
facin_ toward the earth with the other facing away. (l-i/Z pounds,

in J, two l-inch diameter holes, l watt, GSFC)

The package will transmit the information via a Hughes telemetry
transmitter. It is expected that the equipment (including transmitter) will
be required to operate one orbit per day on MAGGE and 5 minutes every
hour on SASSE and SAGGE. An exception to the operating schedule will
occur during major solar flare activity when continuous operation will be
required for approximately Z days. Major solar flares (3 and 3+ magnitude)
are expected to occur during the years 1967 to 1968 at a statistical rate of
approximately one per month.

Turn on/Turn off ground commands will be required for each
separate measurement. This is required to prevent loss of the entire
package because of a short-to-ground in one measurement circuit.

The package will plug into the spacecraft standard harness and
occupy no more than a quadrant's volume (ll by 8 by 18 inches) with the
exception of one fast neutron detector which will be located 180 degrees
away from the package, and of the miniaturized silicon P-N junction detector
for protons (l-a) which will be placed in the rib area above the quadrant
package.

The MAGGE and SASSE package will draw 15. 18 watts (after regula-
tion) while the SAGGE package will draw 16. 18 watts (after regulation)
excluding telemetry transmitter. The package will require a 10 by 10-inch
aperture in the solar panel adjacent to the quadrant package. Details of this
window are shown in Figure 6-I.

NAVIGATION EXPERIMENT

A navigation system based on low-inclination synchronous satellites

in which a user can determine his position by means of only one satellite

in a passive mode (i. e. , no transmitting from the user) can be instrumented

in accordance with either of the following concepts:

I) Satellite azimuth and elevation.

?-) Satellite range and azimuth.
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The first option listed involves two angle measurements. The difficulty

in obtaining accurate angle measurements and referencing them to a local

vertical and north reference presents formidable problems. For the second

option, to preclude transmission by the user would involve the utilization

of clocks with accuracies in the range of i0 IZ.

NUCLEAR ARMS CONTROL EQUIPMENT

From the standpoint of detection, the environments in which nuclear

explosions are possible can be divided into three categories: subsurface

(undergound or underwater), surface to lower atmosphere, and space. The

second category, surface to lower atmosphere, will be discussed below.

For blast detection with a satellite based system, the following

reactions should be explored:

i) Radiation phenomena

Thermal X-rays (more than 50 percent of blast energy)

Gamma rays

Neutrons

Beta particles (electrons)

2) Acoustic phenomena

3) Electromagnetic pulse (radio signal)

4) Visible light and air fluorescence

5) Infrared radiation

The most positive indication that a nuclear explosion has occurred is identi-

fication of an increase in flux of the radioactive particles previously

listed. A satellite-based technique at synchronous and medium altitudes,

however, suffers two severe constraints in this application.

The high background radiation at medium and synchronous

altitudes saturates the sensitive detectors.

Soft thermal X-rays (comprising more than 50 percent of the

blast energy) are absorbed by the atmosphere when the blast is

5 miles or less in altitude. In addition, in shielded blasts in
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which the nuclear device is surrounded by a thin sheet of lead
or other material, the amount of radiation emitted is sharply
reduced. Such a shield is particularly effective for thermal
X- rays.

The satellite-based detection techniques at the altitudes considered
here present difficult problems, and .there is no evidence that a foolproof
system is possible. At these altitudes natural radiation might produce

signals similar to, and thus tend to mask, those from a nuclear explosion.

The blast wave produced by an explosion in air degenerates into an

ordinary sound wave which propagates outward to considerable distances.

In a homogeneous atmosphere, the amplitude of the air pressure wave scales

approximately as the cube root of the yield and inversely as the distance from

the blast point. However, the observed amplitude is strongly affected by the

state of the atmosphere, so that it may be larger or smaller by a factor of

five than is predicted by simplified scaling.

At present the most sensitive microbarographs of special design are

sensitive to pressure changes of the order of 0. 1 dyne per cm 2, or about

10 -7 of normal atmosphere pressure. With this instrument and ideal

meteorological conditions along the path, a l-Kiloton blast could be

detected about i000 miles away. This is a factor six below the MAGGE

orbit, and of 27- below the SAGGE orbit. In addition, volcanic and meteoric

explosions and sonic booms resemble the acoustic waves from nuclear

explosions and therefore increase the problem of detecting explosions by
the acoustic method.

The electromagnetic pulse, with frequencies lying mainly in the

range of l0 to 15 kc, resulting from asymmetric emission of gamma rays

accompanying a nuclear explosion, has been suggested as a means of

detecting such explosions. The major disadvantage to this radio detection

method is that of lightning flashes producing signals (static) in about the

same frequency range as the pulse signal from the explosion. Close to

point of burt, the characteristics are different from those caused by lightning,

but at distances over 600 miles away, they are essentially indistinguishable

with presently available equipment. Until more sophisticated equipment is

available which provides automatic exclusion of much of the static from

lightning, the radio detection method will have an unacceptably high "false

alarm" rate.

The visible light from a nuclear explosion offers a means of detection

because under excellent meteorological conditions, it is theoretically

possible to see a l-megaton order blast about 7-00,000 miles in the daytime

and a factor of l0 or more greater at night. Unfortunately, cloud cover

between the blast and the observation point will render the method useless.

It is useful, however, to carry this discussion one step forward. It is

assumed that a satellite based detection system is not the only detection
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system in operation, and that its compiled data is compared to that of ground
based stations operating on any of the other schemes mentioned. Using
cloud cover to hide the visible radiation leaves the explosion open to
detection by even more positive methods. Clouds become saturated with
radioactive particles and subsequently move in a random fashion and,
presumably, into the detection range of a ground based radiation detection
station. In addition, a dangerous radiation hazard is created in terms of
fallout to any area over which the clouds pass. It appears that an optical
sensing device is feasible in a satellite based detection scheme. The
experimentor will determine the specific type of device, keeping in mind
that the light flash under consideration exists for approximately l
microsecond.

The final item listed asabasis fora possible detection scheme is the
infrared effect. The large fireball formed in the brief period following
detonation is essentially a black-body radiator at approximately 107 Kelvin.
An IR detector in the orbits described appears to form a plausible scheme.
The apparent disadvantages are cloud cover attenuation, very short observa-
tion time (I microsecond), and the noise problem.

It appears from the foregoing that an optical device of some sort
offers the most feasible solution at this time. With this in mind the follow-
ing recommendations can be made:

l) Inclusion of the experiment on the medium altitude version
because of the 3.8 distance factor.

Inclusion of the experiment on the same spacecraft as the
meteorological experiment.

3) Inclusion on the same spacecraft as the radiation experiment.

MECHANICALLY DESPUN ANTENNA

The mechanically despun antenna will be furnished by NASA/GSFC.
The unit is currently on a multiple solicitation procurement bid. The com-
plete antenna unit will weigh approximately 16 pounds and utilize approxi-
mately 17watts of power. The command and stepping circuits will be
compatible to the current PAGE system. The antenna will mate to the
same cruciform as the phased array antenna.

SPACECRAFT ENGINEERING INSTRUMENTATION EXPERIMENT

Two versions of the spacecraft engineering experiment will be
flown. One version will be flown on the first of the spin-stabilized
satellites to be launched, while the other will be flown on the medium
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altitude gravity-gradient stabilized vehicle. Both versions will carry

equipment necessary to determine vibration levels to which the spacecraft

is subjected and enough thermal sensors to accurately evaluate the thermal

models being used in analysis.

In addition, the payload carried on the spin-stabilized vehicle will:

1) Allow telemetry and command to be transmitted over the com-
munication link.

z) Provide a buffer unit to sample phased-array antenna drive

signals for telemetering over the communication link.

3) Garry an infrared earth sensor especially designed for use on a

spin- stabilized vehicle.
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7. GROUND HANDLING AND SERVICING EQUIPMENT

SEMIAUTOMATIC SYSTEM TEST EQUIPMENT RECORDING SYSTEM

With the semiautomatic recording subsystem of the system test

equipment (STE), it is possible to obtain X-Y plots, strip-chart recordings,

digital printouts, and magnetic tape recordings of all pertinent engineering
data.

One immediate problem arises concerning analog scale factoring of

meter voltages. Some test equipment presents ramp voltages from 0 to 1

volt for recording purposes. This ramp voltage is repeated for each scale

setting of the meter such that a method of distinguishing the meter scale

setting is necessary for automatic recording purposes. The following test

equipment must have scale distinguishing provisions:

RMS voltmeter

Power meters (2)

Calorimeter

RF voltmeter

HP 3400A

HP 431B

HP 434A

Boonton 91D

Scale factoring is of particular interest concerning the X-Y recorder.

For meaningful X-Y plots, the curves must be continuous and the X-Y

recorder inputs must be proportional to the signal to be recorded. (Offset

voltages must be supplied for each scale change of the recording instruments

listed above).

Tx_-o --- _I _ __ ...... _-_..11.. - _i -_A m GL L _ _./ ,L.L .L

Advanced Syncom system test. One method, shown in Figure 7-i, has two

analog voltages from test instruments which are amplified in logarithmic

converters and scale factored before recording on the X-Y plotter. The

second method consists of one analog input and one digital input to the

recording subsystem (Figure 7-2). The analog signal is treated by the
logarithmic converter and scale factoring circuits as in method one, while

the digital input is converted to an analog signal by a digital-to-analog con-

verter. Note that in both cases the data is also recorded digitally on

magnetic tape after being processed by the digital data multiplexer.
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Plots may also be obtained by rerunning the tape recorder through

the digital data decommutator and the digital-to-analog converters as shown

in Figure 7-3.

A proposed solution to the scale factoring problem is shown in Figure

7-4. A logarithmic converter and a scale factoring unit are used in con-

junction with a multirange meter having an output which is proportional to

the quantity being measured. The logarithmic converter and scale factoring

unit produce an output proportional to the logarithm of the input signal and

continuous over the full dynamic range of the input meter. This arrangement

is useful in data recording of meter outputs where the dynamic range of the

input signal is such that range changes of the input meter are necessary

during the measurement period. As a result, a varying signal, requiring

several range changes, can be recorded graphically in logarithmic form with

no discontinuities except the transients developed during range selection.

The multirange meters used with the logarithmic converter produce

voltages between 0 and 1 volt on each range setting that are proportional to

the measured quantity. The meter range switch is coupled to a motor

control unit which causes a stepping motor to follow the meter range switch.

With the motor control unit, the meter may be remote from the scale factor-

ing network. The meter ranges are such that each range change results in a

10-db measured voltage range change. The meter voltage output (0 to 1 volt)

is fed to the logarithmic converter and results in an output of the converter

proportional to the logarithm of the input voltage and varying between

0. 0333 and 0. 0666 volts for meter outputs ranging from 0. l to 1 volt. The

following amplifier, with a gain of 30, converts this output into voltages

ranging from 1 to Z volts. Thus, a l-volt change at the amplifier output

corresponds to a Z0-db change in the meter output, and, consequently, a

10-db change at the meter output causes a 0.5 volt variation in the amplifier

output. The scale factor unit at the output of this arrangement adds dc

voltages to, or subtracts them from, the output of the amplifier in 0. 5-volt

steps as a function of the input meter range selector position. Since the

added or subtracted 0. 5 voltage is programmed so that it cancels the effect

of any 10-db input meter range change, an essentially continuous output

voltage is maintained. This output is proportional to the logarithm of the

measured quantity over the full dynamic range of the input meter.

TELEMETRY AND COMMAND SYSTEM AND (JON'l'li(Jl_ l'f__;M fi6b'f

EQUIPMENT

No problems have been encountered in using the PACE module

tester for testing the telemetry encoder modules. New loads and match-

boards are now being built to be used with the new modules.
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The major effort during December by test personnel was expended on

writing checkout procedures for the encoder modules. Procedures now

exist for twelve types of modules out of a total of sixteen now being designed.

The PACE unit tester has been slightly modified to make it com-

patible with the reworked phase shifter drivers. An extension cable is

being assembled which will be used to connect the phase shifter drivers to

the unit tester so that this unit may be driven by the PACE.

COMMUNICATION SYSTEM AND CONTROL ITEM TEST EQUIPMENT

Effort during this period has been concentrated on measurement and

refinement of the transponder test equipment, particularly to determine and

reduce contribution of the test equipment to the measured intermodulation

and delay distortion.

Transponder Test Equipment Evaluation

Delay distortion and intermodulation distortion tests were performed

on the transponder test set receiver (FT mode) to evaluate the divide-by-2

and divide-by-32 circuits. The results of the delay distortion tests as shown

in Figures 7-5 and 7-6 were compared to a superheterodyne receiver using

a mixer and local oscillator chain made up of spacecraft components. The

two receivers produced the same maximum delay distortion, but the delay in

the superheterodyne receiver increases monotonically with frequency and is

therefore easier to compensate.

The intermodulation tests were performed with a Marconi OAI249B

white noise test set. The modulation index was set to give a Z5 mc band-

width at the received frequency. The results are shown in Table 7-I.

TABLE 7-1. INTERMODULATION TESTS

Notch

Center

Frequency, kc

105

534

i002

2438

3886

Noise Power Ratio, db

Divider

Receiver

16

30

29

Z0

ZZ

Superheterodyne

Receiver

34

38

37.5

3Z.5

Z8
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The low NPR in the divider receiver at I05 kc is probably due to receiver
internal noise.

70-MC IF Amplifier, Limiter and Discriminator

To minimize intermodulation noise that may have been caused by the

nonlinearity of transistors in the 70-mc IF system, it is planned that

system tests will be made with a 70-mc IF amplifier and discriminator

employing vacuum tubes instead of transistors. To accomplish this, modifi-

cations are being made in an existing 70-mc IF amplifier and discriminator

system that employs vacuum tubes, to change the bandwidth from 12 to 25

inc. These modifications have required considerable effort because of the

high degree of linearity required of the discriminator. The modifications

are now 90 percent complete.

HANDLING EQUIPMENT

During the reporting period basic handling concepts were formulated

and design criteria for required items of equipment were developed. The

following is a description of the items of ground handling equipment which

were investigated and will be used to support the subject program.

Mobile Assembly Fixture

To substantially reduce the cost, as well as ensure a well integrated

fixture, the following alternate design is proposed.

A modified universal balance positioner made and patented by the

Aronson Machine Co. of Arcade, New York will be used to facilitate

assembly of components within the space frame, performance of various

systems tests and checkout operations, as well as positioning of the space-

craft as required for transfer to weight, center of gravity and moment of

inertia equipment. The positionerowill consist of a pivoted work arm to which

a work table is attached. The work table and the work arm may be rotated

about their respective axes. In addition, the work arm may be tilted. The

spacecraft will be mounted on the work table with its spin axis coinciding

with the rotational axis of the work head, thus placing the spacecraft center

of gravity on the axis of the work table. A simple adjustment of a worm on

a worm gear sector will change the angle of the work arm, allowing its

rotational axis to also intersect the spacecraft's center of gravity. With

both axes intersecting the center of g_a_vity, the spacecraft may be rotated

with a minimum of effort_ and may be put and locked in any desired position.

The work head will be attached to the work arm through adjustable parallel

linkage which will permit tilting of the spacecraft as desired, relative to the

axis of the work arm. A sturdy steel frame will support the fixture and will

be equipped with wheels for mobility within the work area. Brakes will be

provided to secure the fixture in a desired location.
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Transportation Trailer

Movement of spacecraft between buildings within the plant area and

at the Atlantic Missile Range (AMR) will be accomplished using a specially

designed cart. Tubular steel structure supports a spacecraft mounting

flange. A special well attached to the flange will be provided for the pro-

tection of the antenna. A "V" type clamp will be used to assure secure

attachment of spacecraft. Aerol banjo type running gear or its equivalent

will be used, incorporating pneumatic tire wheels and cable actuated brakes.

The cart will be steerable and will be equipped with a towbar. Jacks will be

provided for leveling of the cart.

Sling

An existing sling developed for the T-I version of the spacecraft will

be used. The motor may be hoisted and suitable adapters will permit the

hoisting of the spacecraft from either end. The sling consists of a spreader

bar to which four cables are attached through coil springs in compression.

This permits an even distribution of the load and helps to reduce shock

caused by erratic operation of a hoist.

Apogee Motor Stand

Existing motor stand may be used for temporary storage within the

assembly area. The stand was designed during the T-l spacecraft program.

Spacecraft Shipping Container

Spacecraft shipping container will generally follow the design philo-

sophy used with Syncom. The spacecraft with its protective devices attached

and encased in a polyethylene bag will be attached to a shock mounted pallet
which will form the base of the container. The sides and lid will be

attached to the base and will be bolted or clamped together. Forklift pockets

and lift points will be provided. The wood container will be of general

dimensions compatible with commercial aircraft cargo space and will protect

the spacecraft from shock inputs of 15 g.

Dynamic Balance

Equipment described by specification number SZ-203-Z "Preliminary

Equipment Specification Spin Balance Machine Advanced Syncom System Test"

will be used with necessary modification.

Weight, Center of Gravity, and Moment of Inertia Equipment

Special adapters which will attach to the separation plane and motor

mounting flange of the SAGGE and SASSE configurations will be used for

moment of inertia measurement, employing the bifilar method of suspension.
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When suspended from lead cells, weight and center of gravity location may be

determined. A cradle will be used with MAGGE configuration to determine

weight and center of gravity since there is no mounting area available at the

forward end of the spacecraft. Center of gravity location will be found by

placing the cradle on two scales. Two hoists will be used to rotate the cradle

from the horizontal to the vertical position.

Spin Test Fixture

Systems tests on a spinning spacecraft will be performed using a

modified existing design Drawing XZ09817. Extent of modification will be

determined as test requirements are defined.

Alignment Equipment

Alignment equipment to be provided are jet alignment mandrels,

and sun sensor alignment equipment. Proven methods of jet alignment will

be used, employing mandrels which will reproduce the geometrical axes of the

nozzles, permitting measurement which will be accomplished by optical

means. A theodolite will also be used for the alignment of solar sensors.

Method of gravity-gradient boom alignment cannot be determined at this

time because there is no definite engineering data available as yet.

Mis cellane ous

Additional shipping and protective devices will be provided as needed

for various components such as antenna, ground planes, and similar parts.

Spares containers will also be provided as the requirements develop.
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